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SUPPORTING GUIDED DISCOVERY WITH COMPUTER SIMULATIONS:
THE SMISLE SYSTEM

Wouter R. van Joolingen

Faculty of Educational Science and Technology, University of Twente

Faculty of Philosophy and Social Science, Eindhoven University of Technology

Abstract

Learning with computer simulations 1s a promising way of giving teachers and students new opportunities
for learning. The advantages of computer simulations are discussed, as well as two major problems: how to
support learners in finding their way through all the options a simulation offers, and how to support a

teacher who wants to create a simulation learning environment? The SMISLE system is discussed as a

solution to these two problems.

1 Introduction: learning with computer simulations

In many domains, like mechanics, electronics and chemistry, it 1s impossible

to teach the virtues of a domain solely by providing students with the theory

underlying the domain. Practical experience with the domain itself is an
essential ingredient for a deep understanding of domain phenomena and
theories. Therefore, most study programs in physical and/or technical domain,
be it training for first year students or refreshment courses for expenienced
engineers, will include a practical component in which students perform their
own experiments, ranging from predesigned experiments to lab courses in
which students do complete, own-initiated experimental studies.

The utility of such lab courses 1s beyond discussion, but their effectivity
can be sub-optimal due to a number of reasons:

» lab availability can be problematic: in order to perform experiments
students must come to a laboratory, where space, equipment and
personnel may be in short supply;

* in alaboratory it is usually very ime consuming to perform expenments,
sometimes, performing many expenments in a specific domain can
improve insight, but is impossible due to time constraints;

»  expenments can be very expensive, due to needs for expensive equipment
and/or expensive materials;

»  real-life expenments can be very dangerous: in a number of cases doing
expeniments with real-life equipment can be very dangerous, for the stu-
dent, for other people and for the environment. For instance, training
airline pilots from the beginning in real acroplanes would be a very
dangerous undertaking;

* Inexpenments, often a number of effects can be observed only indirectly,
and in a number of cases the time span for certain phenomena is either
very short or very long, implying that it is virtually impossible to observe
such phenomena in practice.

Computer simulations provide us with solutions for some or all of these

problems. Simulations often are cheaper than real experiments. They are also

less constrained in time and place for their use, they can be used to generate
large numbers of experiments. Moreover, they are without danger and they
allow that the time scale of experiments can be manipulated. Fast processes
can be slowed down, slow processes be speeded up. Also simulations can
invoke new kinds of visual representations, providing students with new
representations of the domain.,

Though simulations can never completely replace practical expenence, they
can have a lot of added value when used in addition to laboratory experience.
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Presently, this is recognised by many educators, illustrated by the fact that of
all programs of computer assisted instruction that are used in higher education
in the Netherlands more than 50 % is based on simulations (De Jong, et. al,
1992).

In addition to the more practical features mentioned above, simulations also
have a great educational advantage, because they allow for new ways of
learning and teaching. The main type of learning that is supported using
computer simulation 1s discovery learning. In discovery learmning, students
are not told directly what the rules in the domain are, but they are offered a
situation 1n which these rules can be discovered.

The 1dea behind discovery learning 15 that the resulting knowledge 15 of a
better quality than knowledge that 1s a result of traditional teaching. In
discovery learning knowledge is constructed by the students themselves, rat-
her than transferred from the teacher to the student. Knowledge constructed
by students themselves is deeper rooted and more connected to existing
knowledge, because in constructing knowledge one always starts with ones
existing knowledge base.

Simulations offer ample opportunities for creating discovery learning

situations, With simulations, students can explore the underlying model by
desigming and performing experiments, analyse the data from these
experiments and formulate hypotheses about the model. The simulation
provides the students with feedback on their experiments,
In principle such a process for self directed discovery leaming can yield good
results in terms of the knowledge that the student can acquire, however, in
practice, the results often are disappointing. Students often don’t know how
to proceed 1n the very open situation offered by a simulation environment.
Quite often, they don’t know how to do experiments, or which experiment to
perform. Also they ofien don't know how to state hypotheses about the domain.
For instance, in a study by Van Joolingen and De Jong (1991), only 40% of
the “hypotheses” stated by students actually were hypotheses, in the sense
that they were statements about a relation between two or more variables in
the domain.

These problems that students have indicate that there is a need for extra
support for the student around the computer simulation to keep the advantages
of simulations and discovery learning, but repair the problems associated
with it. The form of leaming in which students are supported is called guided
discovery learning.

Another problem with discovery learning with simulations is the availability

of matenal. Teachers often are not equipped to design and create simulations
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and the support around it by themselves, because they lack both the knowledge
and the tools to create such computer programs.
The current article presents a solution to these two problems: the SMISLE
system. SMISLE is a toolkit that allows its user to create computer simulations
and instructional support for the student around it. The emphasis of SMISLE
is the support for discovery learning by means of a number of instructional
measures, tasks and pieces of information that are given to the student.
The following sections present SMISLE from two viewpoints: the learner,
in casu a student of mechanical engineering, and the author, the teacher who
has created this simulation environment with the SMISLE toolkit. The
simulation discussed is the system SETCOM, in the domain of oscillations,
students learn about the characteristics of oscillatory motion with the help of
four simulations in increasing order of difficulty. This facility of model
progression in which a domain is gradually unfolded to the student is one of

the instructional measures present in SMISLE.
2. A SMISLE learning scenario

2.1 Simulation

The central part of every SMISLE application is the simulation window.
This is the window where the interface to the model is shown and where
learners can enter changes to variables and observe output in the form of
eraphs, values, animations, and the like. Figure | shows the simulation
window of SETCOM for the first level of model progression. At this first
model progression level the learner will see a simple harmonic model, wit-
hout friction and without external force. The only two input vanables that
can be changed are the spring constant and the mass. The dynamic output
variables displacement and w.-:ln-::ii:.f. are depicted in a (scrolling) graph and
are also available as numbers. The static output variables ‘frequency of the

motion’ and the ‘roots of the characteristic equation’ are presented in a table.
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Input variables can be changed while the simulation is running, and effects
are immediately visible. The image of the mass suspended from a spring 1s

an animation that follows the simulation.

2.2 Assignments and other means of instructional support

One of the support measures in SMISLE applications is that learners can ask
for assignments. Assignments are meant to support the learner in regulating
the learning process and intend to prevent the phenomenon of ‘floundering’
(Goodyear et. al, 1991). SMISLE offers the possibility for creating different
types of assignments of which the most important ones are investigation
assignments, in which the learner is asked to investigate a specified relation
in the model, specification assignments, in which the learner predicts the values
of certain variables and optimisation assignments, in which the learner

manipulates input variables in such a way that a certain goal is reached.

Figure 2 shows an assignment selection window. The learner can scroll
through a list of available assignments and select one. In this case an
assignment was selected that asked the learner to investigate the relation bet-
ween the mass and the eigenfrequency of the system. For investigation
assignments the learner should first go to the simulation window and play
around until an idea has been formed. By clicking the answer button from
Figure 2, an answer window pops up, where, in this case a number of
alternatives is presented. The learner selects the alternative that she thinks
true and will receive feedback. This feedback can be of any kind: a new
assignment, an explanation, an animation etc. The answering modes and the

type of feedback differs according to the type of assignment that is selected.

Apart from assignments, a typical SMISLE learming environment, including

SETCOM, offers more kinds of instructional support to the learner. Facilities
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Figure | Simulation window at model progression level |
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Figure 2 An investigation assignment

are available for explanations on elements of the simulations, model
progression, and hypothesis scractchpads, which are notebooks on which the
learner can state ideas about the simulation.

A learner who works with a SMISLE learning environment can expenment
with the simulation and invoke instructional measures. Behind the scenes,
the learning environment keeps track of the status of each instructional
measure, for instance of assignments if they are completed. When such a
status changes, the learning environment can change the number of available
instructional measures for the learner, for instance, when an assignment 15
completed, new assignments may be added to the list from which the leamer
selects. In such a way, navigating through the learning environment is a
combined activity of both the learner and the learning environments: the
learner selects from the set of available instructional measures, and the envi-

ronment determines the options the learner has to choose from

3. Authoring a SMISLE environment
An author who wants to create a simulation-based learning environment of

oscillatory motion is faced with three tasks;

. creating one or more models of the domain;
d creating a learner interface;
. creating instructional measures for supporting the learner in learning

with this simulation,
In the current section the second and third task will be described. For creating
the models of the domain, SMISLE offers a modelling tool, which will not
be described here. In De Jong et al. (1994) a description of this tool 1s given,
as well as a more elaborate description of all SMISLE tools. In the following
subsections it has been assumed that the author has already created a model

of the doman.

31 Creanng a learner interface

For creating a learner interface to a simulation SMISLE offers the author an
interface tool, This tool consists of a library of interface elements and a tool
for placing the elements in a window and attaching them to vanables in the
model,

The author has to decide how to represent the model on the screen: just

numbers, graphs, static graphics, animation, or a combination of these
elements. In the example the author chooses for the latter: graphs, numbers
and animation are all present on the screen. The general lay-out of the screen
is designed as the author “paints” the interface using elements from the inter-
face library. Elements in the library include numerical controls, sliders, gauges,
thermometers, graphs static images and animations. The author selects an
element, and uses a properties editor to link the interface element to a vanable
in the simulation. The same editor is used to specify various attributes of the
element selected.

During the editing process of the interface, the author can always switch to
“learner mode” directly for test purposes. As soon as the author selects “test”,
the simulation will run just like it will look during a learner session. This
facilitates a quick development cycle for both the interface and the underlying

model.

3.2, The instructional model

When (the first version of) the simulation and the interface have been created,
the author can start with the task which 1s central to the process of creating a
learning environment, the creation of the instructional model. From the
authors point of view, the instructional model looks like a collection of
instructional measures, each of which containing a small bit of instructional
support, interconnected by mutual dependencies.

The author first has to decide on the nature of the instructional measures to
include in the learmning environment. This choice is, of course, very situation
dependent. In making this choice the author can call upon author advice
included in SMISLE. This is a hypertext system, containing background
information on exploratory leaming, information on the instructional measures
present in SMISLE, their function and tips for use, and a small expert system,
which generates suggestions, based on domain and learner characteristics,

entered by the author.

Each instructional measure is created and edited separately, and can then be
embedded into the structure of the instructional model. Creating an

instructional measure is straightforward: the author selects a template from
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Figure 3 Editing the interface for a model created with SMISLE

the library and then opens a building block editor on it to fill in the details of
the particular situation. Figure 4 displays a building block editor for an
optimisation assignment. The goal of such an assignment is that the learner
finds some optimum values for certain output vanables by modifying the
inputs of the model. In the case of the system for oscillatory motion, the
author includes these assignments because they require the learner to
understand the relations between input and output really well. The
optimisation assignment 15 created by setting a goal and constramnts. Both are
checked during run time: if the goal (“target state™) 1s reached, the assignment
is successfully completed; if a constraint is broken, the learner is sent a mes-
sage and may try again.

The final task for the author is the creation of a set of rules, which determine

when a specific instructional measure 15 activated. The author does so by

setting enabling conditions for each instructional measure with a
dedicated editor. An enabling condition is formulated in terms of other
instructional measures, for instance: “assignment #54 1s enabled when

assignment #33 is completed”.

4.Conclusion

In the current paper the advantages of and problems with learning with
computer simulations have been discussed. The SMISLE system as a
solution for both the problems of the learners as the teachers (authors)
of simulation-based tutoring has been described. SMISLE 15 currently
used in a number of locations, and at this moment five simulation-based
lcarning environments have been created with 1t in various domains:

SETCOM, in the domain of oscillations; Collision, in the domamn of

Aggsinnment edilor 1420140 ﬁﬁ

i s : ]

Interdace Modet | Godemptebl asssV e

umbe: of Attompts: | 10

| Ty
/A)speci:al case {:an\\‘

Assignment text e
|: g r nu de dempingsfactor {C) zo dat de dempeng kntiak Explanad be set up hy
dat wil zeggen rodat de beweging 2o snel mogelijk uitdempt. EF.'EGi fylng an
Juo habt 10 seconden simulatietijd om het resullaat 19 bereiken, Eaplaiay initial state for
L Oplimisation Assgraent the assignment.
C traint dta h Taeget Siale Conatraants _.//
onsirainis an rge s ] NRETYIM. AN label FAEMIFALET 7 AT
define the behavior of ITERT o 5 ..
this assignment o0 oot ;
H'h..:ﬁfﬁ -2M -1.99 DampedOsciliator mass -
Relambda? -2 -1.99 DampedCsciltalgr veer o !
7 ic S S
[ | During run time these constraints
are checked and the learner is
warned when one is broken

Figure 4 A building block editor to tailor an assignment from the library
to the author’s situation
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collisions; TeEl on telegraph lines; PAMSTAMP, on the design of stamps for
metal sheets in car industry and HPU, on the start-up procedure of a hydrogen
purification unit in a ethylene plant. These learning environments are currently
evaluated with students.
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NEW RESULTS ON A FUNDAMENTAL PROBLEM IN NETWORK INFORMATION THEORY

prof. dr. ir. J. P. M. Schalkwijk, ir. H. B. Meeuwissen, and drs. A. H. A. Bloemen
Group of Information and Communication Theory, Dept. EE, Eindhoven University of Technology.

Abstract

This paper is concerned with two new results on coding strategies for the binary multiplying channel. The binary multiplying channel is a

two-way channel that models, for example, a wired-AND connection. The coding strategies are described as a progressive subdivision of

the unit square into so-called resolution products. The first part of the paper concerns a new class of constructive coding strategies for the

binary multiplying channel that achieve surprisingly high transmission rates. The second part of the paper establishes a new region of

achievable rate pairs (R,,R;) for the binary multiplying channel that includes the equal rate point R,=R,=0.63072 bit per transmission. A

further substantial improvement of the achievable rate region by unit square division is prohibitively difficult.

I. Introduction

A. Network Information Theory

Network information theory is devoted to the transmission of information
in network configurations, i.¢. communication situations with more than
one information flow. Network information theory concerns various
computer networks, like for example local area networks (LANs), larger
scale networks like ARPANET or BITNET, or the Internet. These
networks have evolved during the past decades. At present, many users
all over the world employ computer networks to communicate with other
users and to retrieve information. If we consider the present interest in the
so-called electronic high-way, then the importance of computer networks

can only increase.

Network information theory provides definite answers to maximal
achievable transmission rates, and to efficient encoding and decoding
techniques in multi-user situations. For example, the theory should
provide the tools for reliable communication, reduced complexity, and
higher bit rates in computer networks. Traditionally, computer networks
are considered to be a collection of independent one-way channels.
Nevertheless, information theorists have shown already that higher
transmission rates are achievable, and that a significant reduction of
coding complexity can be attained by considering the communication in

computer networks in a larger context,

Network information theory is far from complete, In spite of the various
results obtained by researchers so far, there still are a large number of
open problems in multi-way communication situations. In analog with
single-user information theory, of which the results oftentimes have been
implemented successfully, a more complete understanding of multi-user
communication problems should be developed in order to employ the
available resources in the most efficient manner. This paper is devoted to
one of the fundamental problems in multi-user information theory, The
problem is simple, well-defined, and constitutes a bottleneck in a class of

multi-user problems.

B. The OSI Model

Computer networks are often described with the help of the so-called
open systems interconnection (S1) model. The coding strategies of
interest  here  are simply designed to guarantee error-free data
transmissions between two terminals in the physical and data link layer
at of the network. Both noiseless data compression techniques and
cryptographic techniques can still be applied at each network host. The
most surprising fact that results from the coding techniques that are

discussed in this paper is that collisions do not by definition require

retransmissions like in most contemporary networks.

I1. Statement of the Problem

Network information theory 1s defined by Shannon's [1] 1961 paper on
two-way channels (TWC’s). The general memoryless TWC is depicted
in Fig. 1. Of course, the first channel input letter X, | at terminal ¢, t=/,2,
of the channel input sequence X=(X, X ,....X,) is dependent on the
message 8, only. The i-th, 2<i<n, channel input letter is also based on the
previous channel outputs (Y,.¥,,...¥, ). The decoder at terminal ¢
estimates message ©6,, from both the channel output sequence
Y=(Y, .Y,5...Y,,), and from the local message 6,. Both the channel input
letters and the channel output letters are taken from alphabets of finite
cardinality. The memoryless property of the channel means that two

successive channel operations are independent,

A <
©1—r enc. 1 — "1 ;3\.2 enc. 2 le S P!
TWC
I Y 1
: 1 Yo ;
Bo+— dec. | e o dec. 2 — @,

Fig. 1. The peneral memoryless two-way channel,

Shannon [1] derived single letter inner and outer bound regions to the
capacity region of the general memoryless TWC. As a result, the largest
region of achievable rate pairs of TWC's with coinciding inner and outer
bounds is known. However, D. Blackwell [1] showed that Shannon’s
inner and outer bound regions are not the same for the binary multiplying
channel (BMC), defined by Y =¥,=¥=X X,, where X X, € {0,1}. In fact,
for symmetric R =R, operation, the Shannon inner bound region satisfies
R =R=061695, and the Shannon outer bound region satisfies
R,=R,=0.69424, At the present time, the capacity regions of all TWC's
that outperform the Shannon inner bound region are still unknown.
However, after the publication of [1], time sharing was proven not to be
optimal for the TWC. In fact, Shannon’s inner bound region, that in
general exceeds the time sharing bound. i1s based on simultaneous
transmissions that are allowed to interfere! Nevertheless, the question of
whether the two feedback links back to the encoders allow an extension
of the achievable rate region of the general TWC beyond the Shannon
inner bound region remained unanswered.

After more than three decades the true capacity region of the general
TWC is stll unknown. The remainder of this paper is devoted to the

Tijdschrift van het Nederlands Elektronica- en Radiogenootschap deel 60-nr.3 -1995 99




BMC. In [3]. [4]. [5], and [6] various results on the lower bound of the
capacity region of the BMC are obtained, wlhilf: [7] and [8] wield
improvements of the BMC’s upper bound. Schalkwijk’s [4] 1983 strategy
for the BMC achieves a region of rate pairs (R,R,) that satisfies
R,=R,=0.63056 bit per transmission in the case of symmetric operation.
In addition, the Hekstra and Willems [8] bound proves that rate pairs
(R,,R,) satisfying R ,=R,>0.64628 are not achievable for the BMC, As a
result, a 0.01572 gap exists between lower and upper bound in the equal
rate case. Research focused on closing this gap is, in our perspective,
important for several reasons. First, the BMC is the simplest example of
a non-trivial TWC, and it seems impossible to solve the general TWC as
long as the BMC is not completely understood. Second, it seems hikely
that methods developed for the BMC can be adapted to solve other
TWC's. Third, as remarked in [2, ch. 13], many practical channels are
intrinsically TWC's.

First, the BMC occurs in optical fibre communication. For example, let
a light pulse correspond to a "0", and let no light pulse correspond to a
"1". In addition, if we assume that the sensitivity of both receivers is the
same for both a light pulse sent by the own transmitter, and a light pulse
sent by the other transmitter, then this channel is the BMC. Second, the
various devices in (single-chip) microcomputer systems can be connected
to a serial bus by a wired-AND. This so-called I"C-bus concept requires
less wiring and fewer connection pins. Note that the channel between two
devices is a binary multiplying channel also. Third, wired-AND
connections can also be found in so-called controller area networks.
These networks are originally used to reduce the amount of cabling in
vehicles. If operation on any of these or comparable channels requires
more bandwidth or a higher throughput, then two-way channel coding

strategies provide a solution.

The paper is organized as follows. In Section IlI, the concept of coding
strategies is explained in the light of Schalkwijk’s coding strategies. In
Section 1V, the so-called discrete save-up strategies are introduced. This
class of constructive coding strategies reveals details on the structure of
good coding strategies. In Section V, a new coding strategy, based on
both the 1983 strategy, and on the discrete save-up strategies is discussed,
This strategy achieves a region of rate pairs (R.K,) that allows
R,=R,=0.63072 bit per transmission in the case of symmetric operation.
As a result, the gap is closed to 0.01556 in the equal rate case. The
reader is referred to [9] for the technical details that are omitted.

II1. The Schalkwijk Strategies

The message 6, at terminal 1, r=1,2, can without loss of generality be
represented by the midpoint of a subinterval [a.b), Osa<b=1, of the unit
interval [0,1). Thus, message pairs are subrectangles [a,.b,)x[a,.b,) of the
unit square [0,1)x[0.1). The length of each subinterval equals the
probability of that subinterval, and the area of each subrectangle equals
the probability of that subrectangle. This section is restricted to the case

of symmetric K,=R, operation.

A. The 1982 Strategy

The 1982 strategy is composed of the three basic resolutions depicted in
Fig. 2. The first basic resolution is, if 6, € [0,0), 0o, =1, then send
X, =1, else if B, € [e.1), then send X, ,=0. The second basic resolution
is, upon receiving ¥Y=0, if 6, € [O.o,0,) W [@,, 1), Oso,=1, then send
X

=1, else if B, € [o,0,,0)), then send X, ,=0. The third basic resolution

is, upon receiving ¥=01, if 8, € [o,.1), then send X =1, else if O, €

100

[0,c,x,), then send X, ,=0. After receiving ¥Y=1, ¥=00, Y=010, or ¥Y=011,
the coding strategy repeats itself ad infinitum. Thus, a fractal [10] is
generated by the three basic resolutions, and an arbitrary real number
between () and 1 can be transmitted reliably. Note that decoder r needs
message 0, to estimate 8, upon receiving ¥=00 or ¥=010,

(S
] ¥y ¥] 02 0
1
011 (0 10

X1

O 00

Yo =

r'.!t'1ﬂ-;.‘-:

010
0

Fig. 2. The three basic reselutions of the 1982 strategy.

From now on, the three basic resolutions will be referred to as the inner,
intermediate, and outer bound transmission, respectively. First, the
information rate or average mutual information [11] of the inner bound

transmission in the direction from terminal 7 to terminal 3-1 15 equal to

I{EIII;HE}I_J. ) =0, h{ur}, (1)

where h(x)=-(1-x)log,(1-x)-xlog,(x), 0=, s the binary entropy function,
and 0o, <1. Second, the information rate of the intermediate transmission

satisfies

©:Y10, . m)=
| +ix,

] h(i -0, +on o), (2)
where 0<o,<l. Third, the information rate of the outer bound

transmission equals

| -0, +or | -o, (3)
e:Yo, , o)= —= | g
‘ | 179, +20, 0,

| 06, +O 00,

The average code word length or probability of the inner bound
transmission is equal to Prli]=1, the probability of the intermediate
transmission equals Pr{m]=1 ~¢,, and the probability of the outer hound
transmission is Prio]=(1-c,)( 1-0,+20,0). Then, by definition, the overall

transmission rate of the 1982 strategy 1s equal to

R_P.{:] (0,910, , iy+Pim| [0:110, , m)+Pilo] (0,10, o) @)

]"r[;'] +Prlm1 +P1{n]
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Finally, numerical optimization of (4) yields R .. =0.61914 for

1442
@,=0.67571 and &,=0.29769. The 1982 strategy is constructive, Blahut
[2, ch. 13] showed how to make Schalkwijk’s 1982 strategy practical
with a slight modification only.

B. The 1983 Strategy

The 1983 strategy disposes of the second basic resolution in the 1982
strategy. In other words, the intermediate transmission can be
accomplished without affecting the rate of the strategy. The technique
involved is called bootstrapping. Thus, the 1983 strategy is generated by
mmner and outer bound transmissions only. As a result, the overall

transmission rate of the 1983 strategy is

¥ Pr{f] e:yie, . i +F'I{n} 1e:Y1e, , o)

F’d [ j +Pr{uJ

(5)

Finally, numerical optimization of (5) yields R, ,=0.63056 for

(., =0.69070 and ,=0.32060. Thus, bootstrapping can be considered as
a technique to enlarge the achievable rate region of a coding strategy. As
a side-effect, the improved coding strategy of itself is non-constructive.
However, van Overveld [5], [12] proved that the achievable rate regLon

of a coding strategy with bootstrapping remains operationally achievable.

IV. Discrete Coding Strategies

The message 0, at terminal 1, =1,2, of a discrete coding strategy are
drawn according to an independent and uniform distribution from the
finite message set {1,2,...M.}. As a result, a discrete coding strategy is a
progressive subdivision of the M xM. rectangle into so-called resolution

products.

A. Regular Discrete Coding Strategies

A regular dhscrete coding strategy subdivides the M, xM, rectangle into
basic 1x1 squares. As an example, consider the Hagelbarger [1] code for
M =M=2. If B=I1, then send X, =1, else if 6=2, then send X, ,=0. Upon
receiving ¥=0, if 8,=2, then send X =1, else if 6=1, then send X ,=0.
Thus, the average mutual information is equal to log,(2)=1 bit, and the
average number of transmissions is 7/4. Therefore, the Hagelbarger code
achieves R =R.=4/7 in excess of the ime sharing bound of R =R,=1/2.
The Schalkwijk [13] code of rate R =R,=(3/8)log,(3) for M =M.,=3 is
depicted in Fig. 3. Observe that the Schalkwijk code contains the

Hagelbarger code.

By
3 9 1
4 011 00 010
l 010 fi:lj{;'._:,-f;.% 11

Fig. 3. The Schalkwiik code,
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First, note that the lengths of the code words of the strategies in this class
of zero-error coding strategies are variable. Second, note that the
decoding procedure of a given strategy is surprisingly simple. However,
finding the coding strategies is hard. Although van Overveld [12] proved
that the capacity region of this class of coding strategies is equal to the
true capacity region of the BMC, no regular discrete coding strategies

with rate pairs in excess of the Shannon inner bound region are known.

B. Discrete Save-Up Strategies

A discrete save-up strategy subdivides the M, xM, rectangle into arbitrary
rectangular resolution products. As a result, this class of coding strategies
avoids low rates on rectangular resolution products. For example, time
sharing resolutions that subdivide resolution products of size 1x2 or size
2x1 are no longer completed, since such resolutions affect the overall
transmission rate of a coding strategy in a negative way. In fact, some of
the information 15 saved up for later transmission at the rate of the
stralegy.

The class of discrete save-up strategies is regarded as an extension of
Schalkwijk’s 1982 strategy on a grid. The subdivisions according to both
the 1982 strategy, and the save-up strategies have to satisfy one
constraint, i.e. to leave rectangular resolution products only. In addition,
the save-up strategies introduce resolution products with all sorts of
shapes. In other words, the save-up strategies often consist of more than
three basic resolutions. Note also that the basic resolutions of a save-up
strategy that subdivides one particular M, xM, rectangle also can be used
to generate a fractal in the unit square by repeating the basic resolutions
ad infinitum in all the rectangles. The capacity region of the class of
save-up strategies is again equal to the true capacity region of the BMC.
An additional advantage of discrete save-up strategies is that they are
constructive, just like the 1982 strategy.

However, the problem of finding discrete save-up strategies is also hard.
An exhaustive computer search seems infeasible, while a restricted search
neither guarantees optimality, nor yields high rates. Up to now, the
human mind has been more successful in finding good coding strategies,
The discrete save-up strategies are constructed in an environment of
computer-aided design of coding strategies, in which the computer only
performs the tasks it is most suitable for, i.e. compute rates, compare
results, and store relevant data.

This approach yields the following results for symmetric R =R,=R
operation in MxM squares up to size 33, The coding strategies for
M=3.4.5,6,7, and 9 are instances of the 1982 strategy on a grid. Thus, a
computer optimization on the unit square of the coding strategies for
these values of M yields R=0.61914, i.e. the maximal half-sum rate of the
1982 strategy. The coding strategies for M=6, and M=9 exceed the
R,=R.=0.61695 rate of the Shannon inner bound. The coding strategies
for Mz11 outperform the R =R,=0.61914 rate of the 1982 strategy. For
example, the save-up strategy for M=33 achieves a rate of R=0.62786,
which is close to the R, =R,=0.63056 rate of the non-constructive 1983
strategy. Thus, the save-up strategies achieve surpnisingly high rates even

for low values of M.

To conclude, the save-up strategics uncover new properiies on the
structure of good coding strategies, since they consist of more than three
hasic resolutions for most values of M. In the next Section, a new coding
strategy 18 constructed in the unit square by combining an efficient
resolution product of the save-up strategies, and an alternative version of

the 1983 strategy. As a result, a new achievable rate region for the BMC

can be established.
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V. The New Coding Strategy

A. An Alternative Version of the 1983 Strategy

The alternative version of the 1983 strategy consists of both inner and
outer bound transmissions. The inner bound transmissions are depicted
in Fig. 4. Recall that inner bound transmissions are always specified by

the parameter «,.

Three inner bound transmissions generate a resolution product referred to
as the outer rim. The first inner bound transmission of probability Pr{i]
informs both terminals whether the message pair (68,,8,) lies in the Y=0
part, or in the ¥Y=1 part. In fact, the first inner bound transmission is a
copy of the inner bound transmission of the original 1983 strategy. The
second inner bound transmission of probability (l —uf} F‘r{f] subdivides the

¥=0 part into both the ¥=00 part, and the ¥Y=0I part, such that the
quotient of the area of the ¥=0 part, and the area of the ¥Y=01 par is

equal to /o, The third inner bound transmission of probability

(l -aii) Prii] subdivides the ¥=00 part into the ¥=000 part, and ¥=001
part, such that the quotient of the area of the ¥=00 part, and the area of

the ¥=001 part equals 1/o;;. The ¥=000 part is the so-called outer rim.

An infinite number of so-called inner rims is generated by inner bound
transmissions in the ¥=001 part. The ratio between the area of the outer

rim. and the area of the first inner rim is 1/q,. Furthermore, the area of

a particular inner rim is equal to the area of the preceding inner nm

scaled by the factor o). As a result, the average code word length of

inner bound transmissions in the ¥Y=001 part is equal to

@ (1-a) ] o) = ot o) pel] 0

]

The subdivision of the ¥=0 part is recursively repeated in the ¥=01 part,

: : 2
each time after scaling by the factor o). As a result, the average code

word length of inner bound transmissions in the ¥=01 part is equal to

Fig. 4. The inner hound transmissions of the new Stralegy.
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In conclusion, the average code word length of the inner bound
transmissions in the alternative version of the 1983 strategy sums up 1o
3Pr(1].

Next, the outer rim is subdivided into rectangular resolution products by
several outer bound transmissions. The average code word length of outer

bound transmissions in the outer rim equals

3(1-a) Pio] ®)

Then, the resolution of the outer rim can be repeated in all the inner rims.
As a result, the average code word length of outer bound transmissions
in the alternative version of the 1983 strategy is equal to 3Pr{o].

Therefore, the overall transmission rate 1s equal to

B 3F’I‘[£] I{Err;l”lﬂw i) +3Fr{n} I{EIJ;}’IG,_ 0 )

EPr{i J +3 Fr{n]

To conclude, the overall transmission rates as given in (5) and (9) are
exactly the same. The just described inner and outer bound transmissions
are the basic resolutions of the alternative version of the 1983 strategy.
Note that these basic resolutions generate a fractal of itself, but, of
course, the basic resolutions are repeated n all rectangular resolution
products again. Thus, the alternative version of the 1983 strategy 1s a
fractal generated by a fractal.

B. The Loss and the Gain

The new coding strategy starts from the alternative version of the 1983
strategy. Note that the ¥Y=0 part of the unit square contains rms
everywhere after the basic inner bound transmissions, and that the rims,
according to the alternative version of the 1983 strategy, are resolved by
outer bound transmissions only. Now the new coding strategy modifies
the resolution of these rims. Note that all the rims can be modified in the
same manner. since two distinct rims differ from each other by at most
a certain scaling factor. Some of the outer bound transmissions are no
longer completed, which results in a loss of both code word length, and
average mutual information. In addition, three new transmissions are
introduced, which results in a gain of both code word length, and average

mutual information.

Let L{loss] denote the average code word length of outer bound
transmissions that are no longer completed, let L{gain] denote the average
code word length of the three new transmissions, and let gain] denote
the average mutual information of the three new transmissions, then the

rate of the new coding strategy is equal to

3pdi] (0,110, iyd3pdo]-Ltoss]) (@10, o) +llgain] (1)
EPI{I' +3F‘|‘Inl --L.II'IH.'L'.‘-' |

O course, if the loss overcompensates the gain, then an improvement 15

R

+Ililum'n]

obtained. Note that L[less]=0 imphies L{gain]=0 and I[gain]=0, and that

substitution in (10) yields (9). Thus, the new coding strategy 1s at least
able to achieve the rate of the 1983 strategy. However, a numerical

optimization of (10) with respect to seven parameters yields a rate of
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improvement of the lower bound to the capacity region of the BMC for

100e=0.63072 bit  per transmission. To conclude, a substantial
symmetric k=R, operation is obtained. The new lower bound clearly

proofs the non-optimality of the 1983 strategy.

The three new transmissions in the outer rim that originate from the
discrete save-up strategies are depicted in Fig. 5. The shaded areas are
removed by bootstrapping. The three new transmissions replace some of

the earlier outer bound transmissions.

10 10}
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Fig. 5. The modification in the subdivision of a part of the outer rim.
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Fig. 6. The new achievable rare region.
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C. The New Achievable Rate Region
The information rates in actual communication situations are not

necessarily the same in both directions. The new coding strategy can also
be adapted for the general unequal rates case. The inner and outer curves
in Fig. 6 illustrate Shannon’s inner and outer bound regions, respectively.
The remainming curve shows the complete achievable rate region of the
new coding strategy. Note that van Overveld’s [12] results prove the

operational achievability of the new rate region.

V1. Conclusions

This paper describes two new results. First, the class of discrete save-up
strategies that achieve rates close to the best lower bound of the BMC,
and that can be easily implemented is introduced. Second. a new
achievable rate region for the BMC is established. The new coding
strategy asymptotically achieves R,=R,=(0.63072 bit per transmission in
the case of symmetric operation. There are no reasons to conjecture
optimality of the new strategy. However, a further substantial extension
of the achievable rate region by unit square division is prohibitively
difficult,

In general, information and communication theory is devoted to the
fundamental limits of a communication system, and to techniques that
approach these limits as close as possible. If the limits are unknown, or
 other words, if the communication problem is not completely
understood, then (i) it is impossible to express an opinion on the
efficiency and complexity of the realization of a certain system, and (i1)
it 1s possible that a certain solution is quickly out of date. To conclude.
network information theory is still in its infancy, but if we consider the
increasing importance of communication networks, then its relevance
needs no further emphasis.
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BASIS PRINCIPES IN (MPEG) VIDEOCODERING

Dr.ir. Reginald L. Lagendijk
Technische Universiteit Delft, Faculteit der Elektrotechniek,

Vakgroep Informatietheorie

Summary
The principles of (MPEG) video coding

The demand for economical high quality digital video television broadcasting necessitates an efficient usage
of available bandwidth of the transmission channels. This justifies the worldwide efforts in techniques for
digital video compression. In this presentation an overview will be given of the principles of video
compression, namely spatial transforms (DPCM, DCT), motion compensated prediction, and quantization.
Next, the basic configuration of a video compression system will be outlined, together with several of the
options that exist to implement such a system. Finally, the MPEG-1 and MPEG-2 worldwide standardized

compression methods will be discussed.

5% Introductie

In toenemende mate wordt visuele informatie in televisie en multimedia toe-
passingen in digitale vorm gerepresenteerd. Belangrijke voordelen hiervan
zijn de robuustheid tegen transmissiefouten, de eenvoud tot manipulatie met
dhgitale signaalprocessoren, en de synergie met computerapplicatics, De band-
breedte van digitale videosignalen is echter meestal veel groter dan de band-
breedte die feitelijk beschikbaar is voor de transmissie over digitale
communicatielijnen (satellietlinks, ISDN, digitale informatiesnelweg). Een
typerend voorbeeld 1s een videobronsignaal conform de CCIR-601 aanbeve-
ling (zie Tabel I), dat een bandbreedte (of bir rate) heeft van 166 Mbs (megabit
per seconde). Een dergelyk signaal zal getransporteerd moeten worden over
kabelnetwerken, satelliet en aardse verbindingen met een bandbreedte van
maximaal 10 Mbs. Om die reden is het noodzakelijk de bronsignalen te
comprimeren of coderen, zodat voor de overdracht toch met de genoemde

relatief kleine bandbreedte volstaan kan worden.

Het vakgebied van de digitale videocodering houdt zich bezig met het ont-
wikkelen van methoden en algoritmen die de compressie van videosignalen
mogeliik maakt, veelal met factoren die liggen tussen de 5 voor eenvoudige
methoden tot soms boven de 100 voor de meer complexe aanpakken | 1-3]
Dit vakgebied staat reeds meer dan 20 jaar in de belangstelling van interna-
tonaal universitar onderzoek en, vooral door de opkomst van snelle digitale
signaalverwerkingsapparatuur, ook reeds geruime tijd in die van de
telecommunicatie-, computer- en consumentenindustrie. Vooral de laatste 5
jaar heeft door de opkomst van de pe, photo-cd, cd-rom, video-cd, cd-1, de
digitale informatiesnelweg en digitale televisie een explosieve groei plaats
gevonden van geinteresseerde bednijven en utilisanten van toepassingen waarin

het gebruik van beeld- en videomateriaal essentiéel is.

In Tabel I zijn enkele representatieve digitale televisie bronformaten opgeno-
men, met daarbiy de bandbreedte (bit rate 1n megabit per seconde). de be-
oogde bandbreedte van het digitale transmissiekanaal, en de hiermee samen-
hangende compressiefactor. We zien dat voor genoemde videoformaten de
vereiste compressiefactor in de orde grootte van 10 tot 20 ligt. Dergelijke
bandbreedte reducties kunnen niet bereikt worden door het toekennen van
cthoiénte vanabele lengte codewoorden zoals Huffman codes [4], maar ver-
eisen een aanpak waarbij compressie bereikt wordt ten koste van de kwali-
teit van het gedecodeerde signaal. Met andere woorden, het ontvangen geco-
deerde videosignaal is na decodering miet identiek aan het “oorspronkelijk”

digitale videosignaal voorafgaand aan de bandbreedte-reducerende codering.

We spreken in dit verband dan ook van niet-foutvrije codering.

e mate van verschil tussen het bronsignaal en het gedecodeerde signaal
bepaalt de kwaliteit. Bij lage compressiefactoren 15 een hoge kwaliteit van
het gedecodeerde signaal mogelijk, maar naarmate de compressiefactor op-
gevoerd wordt, zal de kwaliteit van het gedecodeerde signaal sterk teruglo-
pen: compressiefactor en kwaliteit gaan altijd hand 1n hand. In Tabel I is
daarom ook aangegeven wat grofweg de subjectieve kwaliteit is van de ge-
codeerde videosignalen ten opzichte van bestaande analoge opslag- en

transmissicformaten.

In dit artikel wordt ingegaan op enkele van de meest gebruikte technieken
voor compressie van digitale video. Dit zal leiden tot een basisschema dat de
meeste gestandaardiseerde videocompressiesystemen (video coders) gemeen-
schappelijk hebben. Verschillende standaarden en zelfs verschillende
implementaties van video coders binnen eenzelfde standaard kunnen echter
sterk van elkaar verschillen. Er zal stil gestaan worden bij enkele van de
belangrijkste opties in het ontwerpen van een video coder. Vervolgens wordt
aandacht besteed aan de twee momenteel belangrijkste internationale
videocompressiestandaarden, namelijk MPEG-1 en MPEG-2. Het artikel
besluit met enkele speculaties over toekomstige ontwikkelingen op het ge-

bied van de codening van digitale video.

2. Essentiéle componenten in videocompressie

Bandbreedtereductie ofwel compressie van een willekeurig signaal is slechts
mogelijk wanneer dit signaal redundantie bevat. Hiervoor kan bewijsvoering
aangedragen worden uit de informatietheorie [4], maar in dit artikel wordt
de voorkeur gegeven aan een minder strikte aanpak. We bespreken nu één

voor een de belangrijkste componenten uit een videocompressiesysteem.

2.1 Representatie

Veel videoproduktieapparatuur zoals camera’s en grafische ontwerppakketten
representeren een (analoog) videosignaal in de RGB (rood-groen-blauw)
kKleurenruimte. Compressiemethoden werken vrijwel altijd met digitale video-
signalen die gerepresenteerd worden in de YUV ofwel luminantie-
chrominantie kleurenruimte. De luminantiecomponent Y is niets anders dan
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format | linesxpels  #pictures PCM channel compr. quality level
per line (Y-  per sec band- band- factor
UV comp.) width width

(Mbs)
30

(Mbs)
LIS

SIF 25 Hz

(progr.)
50 Hz
L2l
interlace)
50 Hz
(progr.)

288x352
(144x176)

576x720
(576x360)

25  Super VHS

CCIR-
601 (tv
signal)

166 5-15 10 - 20 > Broadcast

PAL

1152x1920 >10° 80

(1152x960)

10 - 20

Tubel I: Enkele digitale videobronformaten en bandbreedien, beoogde
transmissiebandbreedten, vereiste compressiefactoren, en de hiermee
gepaard gaande subjectieve kwaliteiten,
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de zwart-wit informatie in een videosignaal, terwijl U en V signalen de kleur-
verschilsignalen R-Y en B-Y zijn. Luminantie en chrominantiesignalen kun-
nen via een matrixoperatie uit de RGB signalen verkregen worden. Het blijkt
nu dat U en V signalen aanzienlijk minder energie en hoogfrequent informa-
tie bevatten dan het Y signaal, en dat U en V signalen van minder belang
zijn bij de menselijke kwaliteitsbeoordeling van videosignalen. Om die re-
den worden chrominantiesignalen gerepresenteerd met een klemere honzon-
tale en vaak ook vertikale bandbreedte. Dit wordt bereikt door na de RGB-
YUV transformatie de U en V signalen horizontaal en vertikaal banddoorlaat
te filteren en onder te bemonsteren. Tabel 11 toont voor een videosignaal mel
CCIR-601 resolutie het aantal lijnen en aantal beeldpunten per lijn in de
RGRB representatie, in de zogenaamde 4:2:2 YUYV representatie en in de 4:2:0
YUYV representatie. Deze laatste representatievorm wordt vripwel altijd ge-
bruikt in video compressiemethoden. Merk op dat ten opzichte van RGB, de
4:2:0 YUV representatie reeds 509% bandbreedtereductie levert. Elk van de
componenten wordt aanvankelijk in 8 bit per bemonstering gerepresenteerd

door middel van PCM codering (puls-code-modulatie) [1]

representialie component #lignen #beeldpunien  #beeld
per lijn punten per
fraame (107)
RGH R.G, B 576 720 1.24
4:2:2 YUV Y 576 720
LU, V 376 360 (183
4:2:0 YUV Y 576 720
uv 288 360 .62

Tubel 11: Afmetingen (in lijnen en beeldpunten per lijn) van een RGB,
4:2:2 YUV en 4:2:0 YUV digitaul videosignaal.

2.2

Beelden of frames bevatten veel gestructureerde en dus voorspelbare spati€éle

Intraframe codering

(d.w.z. binnen een beeld) gebieden: juist aan deze structuren koppelt de mens
zijn interpretatie van de beeldinformatie. Vanuit compressie oogpunt ziyn echter
voorspelbare structuren redundant, dat wil zeggen dat alles dat voorspelbaar
is, niet getransporteerd zou hoeven te worden van zender naar ontvanger,

waarmee bandbreedte reductie mogelijk wordt.

In de digitale videocodering wordt vaak gebruik gemaakt van twee mecha-
nismen om de spatiéle redundanties aan de encoderzijde te verwijderen uit
frames, namelijk spati€le differentiéle PCM (DPCM) en de discrete cosinus
transformatie (DCT), We gaan nu kort in op beide methoden, die aangetrol-
fen worden in vrijwel alle gestandaardiseerde beeld- of videocoderings-
methoden. Coderingsmethoden die de spatiéle redundantie uit een beeld ver-

wijderen worden aangeduid met intraframe coders.
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Figuur 1: Spatiéle predictie in een DPCM systeem.

Spatiéle DPCM veronderstelt dat alle beeldpunten uit een frame via het ras-
ter sequentiéel geordend zijn. Dat wil zeggen dat het frame van linksboven
naar rechtsonder afgetast wordt. Stel nu dat in de coder reeds de signaal-
waarden (helderheid, luminantie, chrominantie) van de beeldpunten in het
grijze gebied in Figuur | gecodeerd zijn. Op grond van deze gecodeerde, en
dus getransporteerde en bij de decoder bekende informatie, kan een voor-
spelling worden gemaakt van de signaalwaarde van het beeldpunt (1)), Deze
voorspelling wordt opgebouwd uit een gewogen som van reeds gecodeerde

beeldpunten. Uiteraard zal de voorspelling met precies gelyjk zijn aan de fei-
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telijk signaalwaarde van het beeldpunt: de grootte van de voorspellingsfout
e(i,) zal afhangen van de nauwkeurigheid van de voorspelling. Wel is het nu
zo dat als de voorspelling op de juiste manier gebeurt, de voorspellingsfout
niet langer redundant 15; slechts deze informatie wordt dan ook, na kwantisatie
({)), naar de decoder getransporteerd via het kanaal. Figuur 2 laat de struc-
tuur van de resulterende DPCM encoder en decoder zien. Hierbij valt het op
dat in de encoder in feite een decoder opgenomen i1s. Om deze reden wordt
veelal slechts alleen de encoder getoond. De compressie- versus kwaliteits-
prestatie van een spatiéel DPCM systeem is vrij beperkt, en hangt af van hoe
de spatiéle voorspelling wordt gemaakt en van de eigenschappen van de
kwantisator (.

x(i,j i,

(L,j) ;Qe{ j) q .
-ty 71 [ ,
spatial :

. prediction !
 embedded decoder

; X(i,)

;maétinn =) HERORY 1

Figuur 2: (a) Intraframe encoder en (b) decoder gebaseerd
op spatiéle DPCM

Een andere wijze om de spatiéle redundantie te kunnen verwijderen is via
een lineaire decorrelerende transformatie van de beeldinhoud. Decorreleren
wil niets anders zeggen dan dat de voorspelbaarheid tussen een groepje beeld-
punten onderling verminderd of zelfs tot nul teruggebracht wordt. Uit com-
plexitent oogpunt wordt een dergelijke transformatie uitgevoerd op kleine sub-
beelden, bijvoorbeeld 8x8 of 16x16 blokjes. De optimaal decorrelerende
transformatie voor dergelijke subbeelden is de z g. Karhunen-Loeve trans-

formatie, die voor praktische toepassingen echter veel te ingewikkeld is. Een

"
'
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Figuur 3: Hustratie DCT transformatie.

goede benaderende decorrelerende transformatie is de discrete cosinus trans-
formatie (DCT), wat in feite een vereenvoudige (discrete) Fourier transfor-

matie (DFT) 15 waarbi) alleen cosinus termen worden toegelaten.

Eerst wordt nu een frame opgebroken in aansluitende 8x8 subbeelden. Ver-
volgens worden de signaalwaarden in elk subbeeld gedecorreleerd door mid-
del van het toepassen van een twee-dimensionale DCT. Dit resulteert, voor
ieder subbeeld, in Bx8 DCT coefficiénten (zie Figuur 3) die veel overeen-
komsten vertonen met DFT spatiéle frequentiecomponenten. Bijvoorbeeld,
één van de DCT coefficiénten is gelijk aan de gemiddelde waarde in een
subbeeld. Omdat een beeld voornamelijk laagfrequent spatiéle informatie
bevat, zullen “laag-frequent” DCT coefficiénten aanzienlijk grotere waarden
hebben dan “hoog-frequent™ DCT coefficiénten. Tevens zijn voor de visuele
kwaliteit lagere spatiéle frequenties van veel groter belang dan hogere fre-
quenties. Om deze twee redenen worden “laag-frequent” DCT coefficiénten,
en vooral de gemiddelde waarde, met veel grotere nauwkeurigheid naar de
decoder getransporteerd dan “hoog-frequent” DCT coefficiénten, Dit wordt
bereikt door verschillende kwantisatoren te gebruiken voor de verschillende
DCT coefhiciénten (zie Figuur 4). Effectief betekent dit dat “laag-frequent”
DCT coefficiénten met een hogere bit rate gecodeerd worden dan “hoog-
frequent” DCT coefliciénten. Sommige DCT coefficiénten worden zelfs sim-
pelweg op 0 afgerond, en hoeven dan is het geheel niet naar de decoder

gestuurd te worden: dit levert een aanzienhijk compressie op.
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Figuur 4; (a) Intraframe encoder en (b) decoder gebaseerd
op een (4x4) DCT transformatie,

Aan de decoderzijde worden de ontvangen gekwantiseerde DCT coefliciénten
teruggeplaatst in een 8x8 subbeeld, waarop vervolgens de inverse DCT uit-
gevoerd wordt. Doordat de DCT een orthogonale transformatie is, 1s de inverse
DCT operatie voywel identiek aan de DCT zelf, wat aantrekkelijk is vanuit
implementatie oogpunt. Alhoewel de DCT is een efficiénte transformatie-
methode is, hangt de uiteindelijk prestaties van een compressiesysteem geba-
seerd op de DCT toch vooral af van de keuze van de kwantisatoren voor de
verschillende DCT coefficiénten, en hun in samenhang gekozen onderlinge

bit rates en dus nauwkeurigheden.
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Alhoewel de DCT wel de onderlinge afhankelijkheid binnen een subbeeld
verwijdert, wordt daarmee niet de voorspelbaarheid tussen naburige sub-
beelden verminderd. Om die reden wordt soms op de individuele DCT
coefficiénten nog DPCM toegepast, waarblj de voorspelling van een DCT
coefficiént wordt opgebouwd uit corresponderende DCT coefficiénten uit
naburige subbeelden. Een dergelijke differentiéle codering levert vooral een
aanzienlijke compressie op voor de DCT coefficiént die de gemiddelde grijs-

waarde in een subbeeld representeert,

2.3 Interframe codering

Videosignalen zijn niet alleen redundant in spati€éle zin, maar ook in de tijd.
Op grond van een enkel videoframe is het vrijwel altijd mogelijk te voor-
spellen hoe het volgende videoframe er uit zal zien. Om deze redundantie in
de tijd te verwijderen, wordt tempaorele DPCM toegepast. Hierbij wordt aan
de hand van een reeds gecodeerd frame het volgende frame voorspeld, en
wordt slechts de voorspellingsfout naar de decoder getransporteerd. Als er
weinig verandering is tussen opeenvolgende frames, is het voldoende om als
voorspelling voor het volgende frame het huidige reeds gecodeerde frame te
nemen. Echter, als zich veranderingen ten gevolge van bewegende objecten
of camerabewegingen voordoen, moet hiermee rekening gehouden worden
in het maken van de temporele voorspelling. Hiertoe is wel eerst de bepaling
van de beweging in het videosignaal noodzakelijk. Dit probleem staat be-

kend als bewegingsschaiting.

Bewegingsschatting 1s ¢en onderwerp dat in meer applicatiegebieden voor-
komt, zoals bijvoorbeeld bij bewegingsanalyse voor medische en industriéle
toepassingen. Er is dan ook een veelheid aan technieken voor bewegings-
schatting beschikbaar, en regelmatig worden nieuwe methoden voorgesteld.
Uit complexiteitsoogpunt wordt binnen de videocompressie meestal gebruik
gemaakt van methoden die de verplaatsing schatten van een 8x8 of 16x16
subbeeld ten opzichte van een reeds gecodeerd vorig frame. Figuur 5 illus-
treert hoe in het beeld n-1 een corresponderend subbeeld wordt gevonden
voor het te coderen beeld n. Het verschil in positie tussen de twee subbeelden
noemt men de bewegings- of verplaatsingsvector, die (veelal in gecodeerde
vorm) naar de decoder gezonden dient te worden om een juiste decodering
mogelijk te maken. Na het bepalen van de bewegingsvector voor alle sub-
beelden wordt een voor beweging gecompenseerde voorspelling gemaakat, die
vervolgens afgetrokken wordt van het te coderen beeld. Slechts dit niet-
redundante bewegmgsgecompenseerde verschilsignaal wordt nu gekwantiscerd
en naar de decoder verzonden. Het resulterende interframe coderingsschema

wordt getoond in Figuur 6,

Bewegingsgecompenseerde temporele predictie wordt in de meeste videocode-
ringssystemen toegepast. De mate van compressie die hiermee bereikt Kan

worden 15 vooral afhankelijk van de toegepaste bewegingsschatter.

Figuur 5: Hlustratie van bewegingsschariing
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Figuur 6: Interframe coderingsschema gebaseerd op temporele DPCM.

2.4 Kwantisatie en variabele lengte codering

Elk compressiesysteem zal een kwantisator moeten bevatten om feitelijke
reductie van de vereiste transmissiebandbreedte te bewerkstelligen. Zonder
kwantisator zijn de schema’s in Figuur 2, 4 en 6 slechts lineaire bewerkin-
gen op de videosignalen, die geen enkele bandbreedtereductie teweeg bren-
gen. Feitelijk zijn DPCM, de DCT en bewegingsgecompenseerde temporele
predictie slechts methoden om een geschikte niet-redundante representatie te
vinden voor het videosignaal. Deze niet-redundante representatie dient dan
in nog wel in gekwantiseerde vorm naar de decoder getransporteerd te wor-

den.

Een veel gebruikte kwantisator is de uniforme kwantisator met dode-zone.
Figuur 7 laat een voorbeeld zien van een dergelijke kwantisator. De ingangs-
waarden (bijvoorbeeld DCT coefficiénten) worden afgebeeld via de
kwantisatorcurve op een eindig aantal discrete uwitgangswaarden (vertikale
as), welke vervolgens worden gerepresenteerd door codewoorden met varia-
bele lengte (VLC). Deze codewoorden worden ontworpen met behulp van
bijvoorbeeld het Huffman coderingsrecept. We zien dat veel voorkomende
kleine signaalwaarden gerepresenteerd worden met relatief korte codewoor-
den: dit resulteert in een lage bit rate. Grotere signaalwaarden, die relatief
weinig voorkomen, zullen gerepresenteerd worden met langere codewoor-
den. Het aantal bits dat voor een gegeven signaal uiteindelijk geproduceerd
wordt door de kwantisator hangt af van de instelling van de schaalparameter
(2. Heeft (J een grote waarde, dan worden veel signaalwaarden op korte co-
dewoorden afgebeeld, wat een lage bitproduktie tot gevolg heeft. Tevens zal
dan het gemiddelde verschil tussen ingangswaarden en gecodeerde waarden
groot zijn, d.w.z. een lage bit rate gaat gepaard met een grote gennddelde
kwantisatiefout. Aan de andere kant, een kleine waarde van Q levert juist

een grote bitproduktie op en een kleine gemiddelde kwantisatiefout.
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Figuur 7: (a) Uniforme kwantisator met dode zone en schaalparameter (),
(b) zig-zag scanning van gekwantiseerde DCT coefficiénten.

Wanneer DCT coefficiénten gekwantiseerd worden, zullen veelal de “hoog-
frequent” DCT coefficiénten op 0 afgebeeld worden. Dit effekt wordt nog
versterkt door het “wegen” ofwel vermenigvuldigen van de DCT-coefficiénten
voorafgaand aan de kwantisatic met een weegmatrix die visueel geoptimali-
seerd is [3]. Om de vele nul-DCT coefficiénten zo efficiént mogelijk te re-
presenteren, wordt gebruik gemaakt van een zig-zag scanning van de 8x8
DCT coefficiénten (zie Figuur 7(b)), gevolgd door een twee-dimensionale
Huffman codering. In deze codering worden niet de individuele DCT
coefliciénten door een codewoord gerepresenteerd, maar wordt telkens een
serie van nul-coefficiénten met de daaropvolgende niet-nul DCT coefficiént
door een enkel codewoord gerepresenteerd. Deze zig-zag organisatie van de
DCT coefhiciénten gecombineerd met de 2-D Huffman codering levert de

¢én van de meest essentiéle bijdragen aan de totaal te bereiken compressie.

3. Het basis videocompressiescheme en enkele opties
Figuur 8 laat een schema zien waarin de principes van intra- en interframe
codering gecombineerd zijn. Aan de meeste gestandaardiseerde of anderszins

voorgestelde videocompressiesystemen ligt dit basisschema ten grondslag,
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Figuur 8 Busisschema waarin intra- en interframe codering
gecombineerd waorden.

Het coderen van frame x(i,/.k) gaat als volgt in zijn werk. Op grond van het
vorige gecodeerde frame x(i k- 1) wordt een bewegingsgecompenseerde voor-
spelling gemaakt. De voorspellingsfout e(iy.k) is temporeel niet langer
redundant, maar nog wel spatiéel. Daarom wordt e(ij.k) DCT getransfor-
meerd en worden de DCT coefficiénten gekwantiseerd en zig-zag gescanned
om utteindelijk gerepresenteerd te worden door codewoorden met variabele
lengte. De encoder berekent zelf ook een gedecodeerde versie van frame x(ij k)
zodat dit resultaat door encoder en decoder gebruikt kan worden bij de voor-

spelling van het volgende frame x(ij.k+1).

Bovenstaand basisschema kan worden uitgebreid met talloze opties en toe-
voegingen die de uiteindelijke compressie-kwaliteit verhouding zullen bepa-

len. We bespreken hier een dnetal belangnijke opties.

3.1 Bit rate regeling

He schema in Figuur 8 produceert over het algemeen meerdere bitstromen,
bijvoorbeeld de VLC gecodeerde DCT coefficiénten, de (gecodeerde)
bewegingsvectoren, en meestal ook controle- en synchronisatieinformatie.
Deze stromen worden in een uitgangsbuffer gemultiplexed tot de uiteinde-
lijk video bitstroom ofwel elementary bitstream. Zonder verdere voorzorgs-
maatregelen zal de hoeveelheid bits die per seconde geproduceerd wordt, sterk
kunnen variéren. Dit hangt bijvoorbeeld af van de temporele en spatiéle voor-
spelbaarheid van het te coderen video materiaal. De meeste transmissiekanalen
vragen echter om een constante bit rate. Hiertoe is het noodzakelijk de
videocoder zo te regelen dat aan de uitgang van de buffer ten alle tijden een
constante bit stroom uitgegeven kan worden: overlopen of leeglopen van de

buffer moet worden voorkomen.

Regeling van de coder en de geproduceerde bit rate kan eigenlijk alleen ge-
beuren door de schaalparameter  van de kwantisator te regelen. Als de
uitgangsbuffer vol dreigt te lopen, wordt O vergroot zodat er minder bits per
seconde wordt geproduceerd, terwijl als de buffer leeg dreigt te lopen Q ver-
kleind kan worden. Een dergelijke achterwaartse (teruggekoppelde) regeling
van de kwantisator heeft als nadeel dat ook de kwaliteit van het gecodeerde
beeld drastisch kan variéren van frame tot frame en zelfs binnen een frame.
Enige vooruitregeling, waarbij een geschikte waarde van de schaalparameter
() voorspeld wordt vanuit het verleden, is hierbij dan ook noodzakelijk. Meer
complexe bit rate regelingen maken zelfs gebruik van beeld-analyse metho-
den en visuele criteria om een geschikte waarde van Q voorafgaand aan de

kwantisatie te kunnen bepalen.

3.2 Predictiemodes

In het schema in Figuur 8 wordt elk frame op grond van het direkt daaraan

voorafgaande frame voorspeld. In een praktische coder is predictie niet altijd

gewenst, of ziyn andere vormen van predictie soms meer efficiént. Dit argu-
ment heeft miteindelijk geleid tot de introductie van 3 predictiemodes in de
meesle compressiesystemen, namelijk:

*  Intra-coded (1) frames: deze frames worden gecodeerd zonder temporele
predictie, en kunnen dus onafhankelijk van andere frames gedecodeerd
worden. Een op deze wijze gecodeerd frame kan als entrypoint in een
gecodeerde video bitstroom gebruikt worden, wat bijvoorbeeld noodza-
keligk 1s bij het editten van gecodeerde video maar ook bij het opstarten
van een decoder bij het wisselen van televisiekanalen. Tevens is het van
uil compressie oogpunt gezien gewenst om een I-frame te positioneren
direkt na elke scene wisseling.

*  Predicted (P) frames: deze frames worden temporeel voorspeld vanuit
een voorafgaand frame, precies zoals aangegeven is in Figuur 8. P-fra-
mes vergen uiteraard een lager aantal bits dan I-frames.

*  Budirectionally predicted (B) frames: hierbij wordt een frame voorspeld
vanuit een temporeel voorgaand en temporeel volgend frame. In de tijd
gezien wordt een B-frame dus vanaf twee zijden (bi-directioneel) voor-
speld. Het voordeel van een dergelijke predictie is dat occluderende beeld
informatie beter voorspeld kan worden, en daarmee de bit rate voor B-
frames aanzienlijk lager ligt dan die voor I en P-frames. Het nadeel is
wel dat er meer bewerkingen nodig zijn, en dat de volgorde van
transmissie van de frames niet langer hetzelfde is als de oorspronkelijke

tijdsvolgorde, wat extra buffering vergt in encoder en decoder.

Figuur 9 laat cen voorbeeld zijn van hoe I, P en B frames georganiseerd
kunnen worden in een zich in de tijd herhalende Group of Pictures (GOP)
structuur. In dit voorbeeld 1s de feitelijke codering, transmissie en
decodenngsvolgorde als volgt: frame 0 (1), 3 (P), 1 (B), 2 (B), 6 (P), 4 (B),
5(B), 9 (P), 7 (B), 8 (B), gevolgd door het I frame van de volgende GOP.
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Figuur 9: Voorbeeld van een GOP structuur.

Belangrijk is hierbij op te merken dat de meeste coders fallback mogelijkhe-
den hebben in het geval een predictiernode lokaal niet voldoende goed werkt.
Bijvoorbeeld, als in een P-frame plaatselijk geen juiste temporele predictie
mogelijk blijkt te zijn, dan kan daar de beeldinformatie in I-mode (zonder

referentie naar andere frames) gecodeerd worden.

3.3 Frame- versus field-gebaseerde predictie

Wanneer we e maken hebben met geinterliniéerde video volgens de CCIR601
norm, bestaat een enkel frame uit twee fields: het eerste field bevat de one-
ven lijnen uit het beeld, het tweede field de even lijnen. Het is hierbij van
belang te realiseren dat de twee fif:!ds van verschillende tijdstippen afkom-
stig zijn, die 20 msec wit elkaar liggen. Dit heeft twee gevolgen voor een
coderingssysteem. In de eerste plaats zal ten gevolge van horizontale bewe-
ging in de scene een verschuiving van beeldinformatie zichtbaar zijn tussen
de even en oneven lijnen. Dit introduceert kunstmatige vertikale frequenties
in een frame, wat zal leiden tot grote vertikale DCT coefficiénten wat weer
tot verminderde compressie-efficiéntie leidt. Het hjkt voor de hand te liggen
om de coder dan niet op frames te baseren, maar op fields. Dit vermindert
echter weer de coderingsefficiéntie in gebieden waar geen honzontale bewe-

ging optreedt.

Een tweede gevolg van interliniering is dat bij de temporele voorspelling nu
meerdere mogelijkheden ontstaan. Waar een geheel frame slechts voorspeld
kan worden op grond van een geheel voorgaand frame, kan bijvoorbeeld een
even field voorspeld worden op grond van een vorig even field of op grond
van een vorig oneven field (Figuur 10). Het is niet mogelijk hierbiy vooraf
een keuze te maken. Met andere woorden, coders die met geinterliniéerde
videosignalen werken moeten adaptief kunnen bepalen welk van de temporele

predicties het meest efficiént is.
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frame k frame k+1
odd field even field odd field even field
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Figuur 10: Hlustratie van temporele predictie mogelijkheden bij
progressive (boven) en geinterliniéerde (onder) videasignalen.

4. MPEG video coderingssystemen

De snelle opkomst van videocodeningstechnieken en de wens tot een wereld-
wijde standaard voor codenng van videosignalen (in eerste instantie ten be-
hoeve van digitale opslag media, later ook voor transmissietoepassingen),
heeft geleid tot de MPEG standaardisatie. MPEG (Moving Pictures Experts
Group) is het acroniem voor een ISOVIEC werkgroep (JTC1 SC2 WGII)
waarin een wereldwijde standaard is ontwikkeld, gebruik makend van state-
of-the-art methoden, voor de codering van videosignalen. MPEG kende twee
fasen, namelijk MPEG-1 voor het ontwikkelen van een coderingsstandaard
voor opslagmedia met cen bit rate tot 1.5 Mbs, en MPEG-2 voor een meer

algemeen toepasbare codenngsstandaard tot grofweg 30 Mbs.

Beide MPEG standaarden [8.9] werken volgens het basisschema en de prin-
cipes zoals in het voorgagnde geintroduceerd, zonder expliciet voor te schrij-
ven hoe de codering van het videosignaal zou moeten worden uitgevoerd.
MPEG legt namelijk alleen de syntax van de te transporteren bitstroom vast.
Het maakt daarbij gebruik van een gelaagde syntax die direkt gekoppeld 15
aan de opbouw van een videosignaal. Figuur 11 toont deze gelaagde syntax.
Hierin is zichtbaar dat een videosignaal opgebouwd gedacht wordt uit GOPs,
waarbij elk GOP bestaat uit (I/P/B) frames. Elk frame bestaat uit een aantal
slices, wat tevens de kleinste herkenbare eenheid in de MPEG syntax is.
Zowel GOPs, frames en slices kunnen herkend worden in de bitstroom aan
de hand van unieke startcodes. Een slice bestaat uit macroblocks, en elk
macroblock bestaat uit 4 8x8 luminantie, en 2 8x8 chrominantie subbeelden

die de basis vormen voor de bewegingscompensatie en DCT transformatie.

Het slechts vastleggen van de syntax van de bitstroom die het gecodeerde
videosignaal representeerd, heeft als voordeel dat er een grote vrjheid is in
het ontwerpen van een MPEG coder. Voor een gegeven videosignaal bestaan
er dan ook talloze verschillende MPEG gecodeerde versies. De fentelik uit-
pevoerde codering, gemaakte keuzen, opdeling in GOPS, I/P/B frames, slices,
bewegingscompensatie etc. kunnen en zullen waarschijnlijk verschillen tus-
sen verschillende MPEG coders, evenals natuurlijk de kwaliteit van het re-
sultaat. Toch kan een videosignaal dat volgens MPEG gecodeerd 1s altipd
door een willekeurige MPEG decoder gedecodeerd worden dankzi) de nauw-
keurig omschreven regels waaraan een MPEG bitstroom moet voldoen (zie

Figuur 12)
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Hewynch. of HEERN T ITITT
deooder Lurninanss (Y} 4
H ;i
Macro Block
Motion W | T i) b
sompansalion) (8°n) | [8*8) (Ba) | [(e*8)
2 | N N >
[6#8) | (8+8) :
Block O Tl YE b l u l v
DCT unil

Ficuur 1: MPEG gelaagde syntax,
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De belangnjkste verschillen tussen MPEG-1 en MPEG-2 zijn de volgende.
MPEG-1 1s grofweg geoptimaliseerd voor het coderen van progressief video-
materiaal van SIF formaat bij bit rates rond de /1.2 Mbs. MPEG-2 daarente-
gen 15 minder sterk geoptimaliseerd voor een bepaalde bit rate (5-15 Mbs),
laat geinterliniéerde videosignalen toe, en gaat uit van signalen in 4:2:0
YUV formaar. Tevens laat MPEG-2 een nauwkeurigere representatie van de

bewegingsvectoren toe dan MPEG-1.

output
MPEG-1 | Video
" decoder |
elementary output
_ MPEG-1 stream A o/ MPEG-1 | video
mput encoder A | decoder II
viden
ﬂlcme:nlaﬁ'y updlg;n
MPEG-1 stream MPEG-1 Vi
encoder B ‘| decoder 1T

Figuur 12: Twee verschillende MPEG coders leveren een verschillende
MPEG elementary bitstream op, die beide door willekeurige MPEG
decoders gedecodeerd kunnen worden. De output van decoder I en Il zijn
identiek, terwijl decoder Il een andere output opleverti.

In zekere zin is MPEG-2 een toolkir benadering. De MPEG-2 syntax laat
een groot aantal opties toe, maar voor een gegeven applicatie zal lang niet
van alle mogehjkheden gebruik gemaakt worden. Enkele van deze opties
zijn (i) het formaat van het te coderen videosignaal, (11) de transmissie bit
rates (ii1) schaalbaarheid van de bitstroom en van het gedecodeerde video-
formaat (iv) MPEG-1 compatibiliteit, (v) verhulling van transmissiefouten.
(Om enige orde aan te brengen in de veelheid aan opties zijn er MPEG hard-
ware profile en video levels gedefiniéerd. Tabel 1 geeft een kort overzicht
van de profiles en levels, waarbi) de opmerking gemaakt kan worden dat
momenteel de meeste MPEG-2 coder en decoders zich nichten op het main

profile en main level (main @main).

High 1920=1 152 ® < B0 W ) < 1 () Mhs
High- 1440 | 1440%]152 = < 60 Mbs < ) Mhs < B Mhb=
Main T 576 < 15 Mhbs < |5 Mhs < |5 Mhs = 2] Mhs
Lanar 152=288 i < 4 Mba < 4 Mhs x
Simple Main Next High
Level 4:2:0 +£2:0 4:2:0 4:2:2
na B i acalihle scalnble sralable
not scalabie —
Profile

Tubel 11I: Profiles en levels in MPEG-2.

5, Toekomstige ontwikkelingen

MPEG-1 en MPEG-2 zijn compressiestandaarden voor digitale video die
momenteel hun weg aan het vinden zijn in een groot aantal toepassingen
waarbij visuele informatie gecodeerd moet worden met goede kwaliteit bij
bandbreedten van grofweg 300 kbs tot 30 Mbs. Het MPEG systeem zal zich
ontwikkelen tot een bouwsteen in vele digitale televisie en multimedia

apphcaties.

Echter, MPEG kent ook beperkingen die momenteel aanleiding zijn voor een
verschuving van de aandacht naar zogenaamde object- en modelgebaseerde
codenngstechnieken [6]. In de eerste plaats, wanneer een MPEG coder wordt

toegepast bij lage tot extreem lage bitsnelheden, blijkt dat er inherente

kwaliteitsbeperkingen zijn aan de opbouw van de MPEG syntax en aan de
gelaagde structuur die een 8x8 subbeeld als kleinste eenheid kent. Ten tweede,
de inhoud van een MPEG gecodeerde videosignaal is slechts toegankelijk
nadat een geheel frame gedecodeerd is. Voor sommige toepassingen lijkt het
van belang ook direct toegang te hebben tot delen van een frame zonder dat
volledige decodering noodzakelijk is. Aan beide bezwaren kan tegemoet ge-
komen worden wanneer bij de codering niet langer uitgegaan wordt van (re-
latief arbitraire) 8x8 subbeelden, maar van betekenisvolle “objecten”. Deze
objecten vormen dan de basiseenheden waarop de bewegingsschatting, (DCT)
transformatie, kwantisatie, etc. uitgevoerd zou moeten worden. Het vastleg-
gen van wat betekenisvolle objecten zijn op zodanige wijze dat ook de code-
ring daarvan efficiént kan verlopen, is echter geen triviale vraagstelling. Dit
vergt niet alleen de ontwikkeling van nieuwe generatie beeld- en
videocompressietechnieken, maar vereist tevens een grote inbreng vanuit

het gebied van de beeld- en videoanalyse.

[1] Jayant and P. Noll, Coding of Waveforms, Prentice Hall,
Englewood Cliffs, NJ, 1984,

[2] M. Rabbani and PW. Jones, Digital Image Compression
Technigue, SPIE Optical Engineering Press, Bellingham, 1991.
[3] R. Veldhuis and M. Breeuwer, An Introduction to Source
Coding, Prentice Hall, New York, 1993,

[4] J.C.A. van der Lubbe, Information Theory, Cambridge
University Press, Cambridge, MA, 1995

[5] D. LeGall, “The MPEG video ompression algorithm”, Signal
Processing: Image Communication, vol. 4. pp. 129-140, Apnl
1992,

[6] H. Mussman, P. Pirsch and H. Grallert, “Advances in picture
coding”, Proc. [EEE, vol. 73, pp. 523-547, April 1985.

[7] E.D. Fimout and J. Biemond, “Video compression:
Technmiques and standardization activities”™, Proc. of the IEEE
Symp. on Multimedia, pp. 13-40, Delft, October 1992,

[8] ISOVIEC International standard ISO/IEC 11172: Coding of
moving pictures and associated audio for digital storage media up
to about 1,5 Mbit/s.

[9] ISO/IEC International standard ISO/IEC 13818-2: Generic

coding of moving pictures and associated audio - part 2: video.

Voor een meer diepgaande studie van beeld- en videocodering wordt verwe-
zen naar de jaarlijkse 5- daagse PATO cursus " Digitale Video: Coderings-

technieken en toepassingen van visuele communicatie”,

Voordracht gehouden tijdens de 43 le werkvergadering

Tijdschrift van het Nederlands Elektronica- en Radiogenootschap deel 60-nr.3 -1995

111



112

NEDERLANDS ELEKTRONICA- EN RADIOGENOOTSCHAP
WERKGEMEENSCHAP INFORMATIE- EN COMMUNICATIE-THEORIE
IEEE BENELUX CHAPTER ON INFORMATION THEORY
IEEE BENELUX CHAPTER ON COMMUNICATIONS AND VEHICULAR
TECHNOLOGY
431e werkvergadering

UITNODIGING voor de gezamenlijke werkvergadering van het IEEE, WIC en NERG op donderdag 12 januan
1995 in Lecture Hall WB van Philips Research, Roland Holstlaan4, Waalre

THEMA: Digital Television Broadcasting (DVB)

Inspanningen op het gebied van het digitaliseren van videosignalen heeft geleid tot een doorbraak op het gebied van het toepas-
sen van coderingstechnieken voor televisietoepassingen. Als alternatief voor het huidige PAL systeem zullen deze technieken op
grote schaal toegepast gaan worden in de vorm van digitale TV via kabel, satelliet en aardsé zenders. Deze werkvergadering

gaat in op de laatste stand van zaken op dit gebied.

PROGRAMMA:
09.50 uur Welcome DR.UIR. T.A.C. CLAASEN (Director Philips Research)
10.00 wur Standardization by the European Project on Digital Video Broadcasting (DVB)
IR. FW.P. VREESWIIK (Philips Research)
10.30 vur The Principles of (MPEG) Video Coding
DR. R. LAGENDLIK (TUD)
Coffee
11.30 uur MPEG/DAVIC; Interactive Services
IR. J. A. KOSTER (PTT Research)
12.00 uur MPEG Multiplexing and ATM Transmission

IR. R. TER HORST (PTT Research)

Demonstrations, lunch

14.00 vur Satellite and Cable Broadcasting
IR. L.A. VERVOORT (Philips CE)
14.30 vur Terrestrial Broadcasting
IR. P.G.M. DE BOT (Philips Research)
Coffee
15.30 uur Conditional Access for Pay TV
IR. D. VAN SCHOONEVELD (Philips Research)
16.00 uur Digital Television on CATV Networks
IR. F.J.W. VAN LET (CASEMA)
16.30 uur Closure PROF.DR. E.C. VAN DER MEULEN (Chairman WIC)

The working language will be English

Aanmelding voor deze dag dient te geschieden voor 6 januari aanstaande door middel van de aange hechte kaart, gefrankeerd

met een postzegel van 70 cent.
De lunch wordt aangeboden door Philips Research. Routebeschrijving zie achterzijde.

IEEE. WIC en NERG leden hebben gratis toegang. Het maximaal aantal deelnemers 1s 125.

Indien u door overinschrijving niet kunt deelnemen, ontvangt u vooral bericht.

Organisation: Dolf Schinkel (070-3325006; dagvoorzitter)
Wim van der Bijl (070-3325744; programma manager NERG)
Cees Jansen (040-723497; contactpersoon WIC)
Paul de Bot (040-742702; contactpersoon IEEE)
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