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‘IDaSS’:the InteractiveDesign and Simulation System for Digital Circuits -

Introduction and Use in Education

dr.ir. A.C. Verschueren
Eindhoven University of Technology,

Section of Digital Information Systems

Summary

The ‘Interactive Design and Simulation System’ (IDaSS5) is a CAD toolbox which allows
the definition, design and simulation of digital circuits at an abstraction level between
structured programming and register transfer languages. 1DaS8 uses a mix of concise
graphical and textual languages, combined with immediate simulation of the design
while it is being constructed. It facilitates exploratory design methods while catching
design errors before they are hidden by many changes and additions to the design. IDaSS
1s used to teach students the basics of hardware design at the level of communicating
datapaths and controllers. This is done by using the graphical simulation capabilities in
the classroom to show the operation of different design structures as well as with hands-
on work. Tools are available which convert IDaS5 designs into ASIC layouts and UPL
program files, so students are able to design actually working devices during practical

working- or graduation periods. IDaSS is suitable for tele-learning because it can run

on relatively low-end PC’s.

1 Introduction

Designing information processing and communication systems has become a

task of ever-increasing complexity during the last decade:

The specifications of the systems are often incomplete and contain internal
inconsistencies - nol surprising given the complexity of these systems.
The optimal mapping of functionality on hardware and software (and
the choice of hardware to run the software) has become very difficult -
there are a lot of choices to make, each with their own implications.
The requirement to build first-lime-right hardware implementations (using
Application Specific Integrated Circuits) poses stringent requirements
regarding correctness of specifications.

The section of Digital Information Systems at the Eindhoven University

of Technology has started several projects o find design methodologies

which must solve these problems. The 'Object-Oriented design of (hard-

ware) systems ' project divides the design path of complex systems into the
following three phases:

1) Specification analysis uses Object-Oriented system analysis techniques
to convert the (informal) system specification into a (executable) system
specification consisting out of parallel communicating objects.

2} Svstem synthesis transforms the Object-Oriented system specification
inte a network of communicating processing nodes and chooses
implementation methods for all these nodes and communication channels.

3 Module implementation implements the nodes and channels according
to the chosen methods. For the nodes, any combination of hardware and/
or software 15 possible. The implementation phase of hardware nodes
can be subdivided as follows:

Ju) The Object-Oriented model of the module is refined to specify the
hardware interface and choose implementable algorithms for the specified
behaviour.

3b) For these algorithms, suitable datapaths and accompanying control
structures are designed at the Register Transfer Level (RTL),

3¢)A converter ool transforms the this RTL description into a
synthesizable hardware description. This description can be used by a
silicon compiler to create an ASIC layout or User-Programmable Logic

(UPL) program file.

The Interactive Design and Simulation System (‘'IDaS5') is under
development as a part of the *Object-Onented design of (hardware) systems’
project. The current IDaSS toolbox contains the RTL level design and
simulation tools only. The tools for specification analysis and system synthesis
will be added to the IDaSS design environment in the future (prototypes of
these already exist). In it's final state, it will support all three design phases
with description and simulation tools,

The next two sections will focus at the RTL-level IDaSS tools and their use
in edication.

2 Introduction to the IDaS5 tool

In this section, we will take a look at the components which are used by
RTL-level 1DaSS 10 model hardware designs, the overall method of designing
and simulating with 1DaS5 and the system requirements for running 1Da5s5.
2.1 Available modelling components at RTL level

This part of IDaSS allows describing hardware at the Register Transfer Le-
vel and uses highly parametnsable components to do so. These components
can be grouped together according to their function in a design:

Providing a svstem hierarchy

1DaSS uses graphical methods to describe the structure of a design. As usual
in graphical environments, a hierarchy of (sub-)schematics is used 10 group
system elements together.

Data transfer and (combinatorial) data handling

Data transfers take place using busses, with a width between 1 and 64 bits.
IDaSS uses three-state buffers 10 handle bi-directional communication.
Busses can break through the hierarchy layers in the system.

Combinatorial operations on data are performed in ALU-like operators. Each
of them can be given multiple functions to execute. Functions are defined as
a set of expressions, using more than 60 hardware-implementable basic opera-
lors.

Dara storage

Data storage is done in registers, RAM's, ROM's, FIFO's (First-In-First-
Out memaories), LIFO's (Last-In-First-Out or *stack” memories) and CAM’s
(Content Addressable Memories). Writing into storage structures is always
synchronous to a simulated system clock, forcing the design of synchronous

systems. Reading RAM’s and ROM's can be asynchronous or synchronous.
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Svstem control

System control is done by state controllers (which can represent finite state
machines or micro programmed controllers). Test and control lines are defined
textually. Given commands are denoted by abstract names, the designer does
not need to specify bit encodings for them. Local control of a single system
element can be performed by control connectors (which translate a bus value
into local commands).

2.2 Interactive design and simulation

IDaS$s uses a mix of graphical (for the system structure) and textual (for the

detailed behaviour) descriptions in a multi-windowing environment.

The 1DaSS environment behaves like an electronic breadboard with live
insertion and removal of components (without the risk of destroying them).
There are always enough components in stock and these are easy lo
parametrise to the correct size and behaviour. An unlimited supply of virtual
test probes makes it possible 1o inspect the system state in great detail. Unlike
a real breadboard, it is very simple to manipulate the system state in
preparation for test sequences.

2.3 System requirements

Several versions of RTL-IDaS5 exist, with varying system requirements:

Mini-I1DaS$ is purely intended for small designs like simple 8 or 16 bit mi-
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Figure: IDaS5 in operation

We wanted to create a design environment which allows us to “play around’
with architectures. The main stumbling block in most design environments is
the fact that design entry and simulation are completely separated acuvities.
An edit-compile-simulate-analyse cycle can easily take from several minutes
up to hours. This does not encourage trying different solutions to a certain
problem and also promotes entering large parts of the system before debugging
them. To overcome these problems, we started with the following overall
requirement for the IDaSS environment:

We want to design inferactively with continwous simulation.

Using IDaSS. simulation never ceases to run. A schematic change immediately
recalculates system state, as does saving a textual behaviour deseniption (which
compiles the text into behaviour ‘on the fly"). The enter-simulate-analyse
cycle shrinks to only a few seconds, giving a very strong feedback to the
designer. The design can be expanded and debugged in small steps, allowing
anew (and much faster) working style. By allowing “Cut and Paste” operations
on system parts just as with a word processor, re-use of system parts, the
building of a design library and separate design and debugging 1s greatly

simplified.

[ 3]

crocomputers. [t has slightly reduced modelling capabilities when compared
to standard 1DaSS. Mini-IDaS$ requires a PC-XT (or up) with 640 Kilobyte
RAM, 2 megabyte hard disk space, graphics card and a mouse.

Standard 1DaSS allows very complex designs to be made, depending on the
amount of memory present in the computer. It requires a PC-AT (or up) with
640 kilobyte of base RAM, 2..16 megabytes of extended memory, 3 megabyte
hard disk space. graphics card and a mouse.

In the near future, standard IDaSS will be extended to handle the Object-
Oriented system and architecture model (increasing the minimum extended
RAM size and hard disk space). It will also be ported to a new base system

which allows it to be run on high-end workstations,

3 Use of IDaSs in education

IDaSSs is used for educational purposes in different ways.

Lectire demonstrations:

With video projection, IDaS$ can be used to let schematics come alive and
show the actual flow of data in a design. It is possible to build a design in

small pieces, thereby introducing the actual design method by demonstration.
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This can be done in interaction with the students - let them decide what to do

next.

Remote education and practical training.

The Dutch Open University uses IDaSS routinely in a first year digital cir-

cuit design course. Students run the program on their own PC at home after

a few afternoons of classroom training. They are asked to build designs of

increasing complexity, during which they learn to use the basic parts and

how to trade off different architectures.

Examinations:

We give students the option to (re-)design an existing component in 1DaS$

as examination for second year digital circuit design courses. The complexity

15 chosen such that it takes them roughly 100 hours to complete the design

(8 bit microprocessors and /O devices). This 1s somewhat longer than it

would take them to study for the normal wrilten examination, but they

themselves indicated that it is well worth the trouble.

Practical working periods and (post-) graduation work:

Given enough time, very complex designs can be built by students:

- A 50 mm* telephone exchange switching network ASIC for 10.000
subscribers was designed during a graduation period of
approximately 600 hours.

- A 15 mm* 25 megabyte per second data encryption/decryption ASIC
was designed during a practical working period of 150 hours.

Numerous other designs have been made, ranging from highly pipelined re-

designs of existing processors to compete neural networks, data flow proces-

sors, local area network controllers and even super scalar processors. Some
of these designs are so complex that synthesising them is currently impossible.

Our experience has shown that it takes students less than one week to learn

to use IDaSS without specific training. After that, they take the tool for granted

and only require guidance regarding the design decisions in the project they ”

are working on,
4 Conclusion
The “Interactive Design and Simulation System’ (IDaS5) is a CAD tool which
15 powerful enough to handle very complex Register Transfer Level designs.
The completely interactive way of operation with simulation while designing
has attracted interest from industry because it allows design time to be cut
considerably. 1DaS5 is very easy to use and allows much more concise
descriptions of hardware behaviour than for instance VHDL., which makes it
attractive as ‘front end’ for other CAD tools.
For educational purposes, 1DaSS has proven to be very useful in teaching
students the principles of digital circuit design:
The graphical nature makes it easy to visualise the operation of a
design. much better than a static picture in a book or on an overhead
sheet.
Teaching first year students the operation of digital circuit elements
and how they can be created with 1DaSS can be done in a matter of
days. This can then be used as basis for studying more advanced system
architectures.
IDaSS can also be used to let students show their actual knowledge by letting
them design fairly complex digital circuits:
The interactive method of designing prevents a lot of errors and
gives them enough time to try different architectures.
Designing 10.000+ gate equivalent circuits down to ASIC layout
level in a practical working period of 150 hours is possible,
Future expansions of IDaSS will allow much more complex systems to be
designed. Describing and analysing systems at the abstract behaviour level
will allow much better trade-offs between hardware and software to be made.
It will also remove ambiguities in the specifications of the different system

parts 10 be implemented, easing final system integration. Teaching students

to work this way will be an interesting challenge, as this is currently almost
unexplored territory.
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Voordracht gehouden tijdens de 427e werkvergadering
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NEDERLANDS ELEKTRONICA- EN RADIOGENOOTSCHAP

427e werkvergadering

UITNODIGING

voor de werkvergadering van het NERG op donderdag 3 november 1994 in collegezaal EH van de
faculteit Elektrotechnick van de Technische Universiteit Eindhoven, Den Dolech 2, Eindhoven.

THEMA: GEBRUIK VAN SOFTWARE PAKKETTEN IN HET HOGER ONDERWILIS

VOOR ELEKTROTECHNIEK

De opzet van dit onderwerp 1s om docenten in het HBO- en umiversitair onderwijs in de Elektrotechniek nader kennis te laten

maken met software pakketten die de onderwijstaken kunnen ondersteunen. Er worden pakketten besproken en deels ook

gedemonstreerd, die zowel de didaktiek ondersteunen als ook bij het doceren van ontwerp- en analysemethoden kunnen worden

ingezel, Meestal kunnen deze pakketten ook leiden tot een conereet fysisch product.

PROGRAMMA:

13.45 - 14.00 vur

14.00 - 14.45 uur

14.45 - 15.30 uur

15.30 - 15.45 uur

15.45 - 16.30 uur

16.30 - 17.15 uur

17.15 - 17.45 uur

Ontvangst en kofhie
Leren met computersimulaties: het vormgeven van instructicondersteuning
DR. W.R. VAN JOOLINGEN, TUE faculteit Wijsbegeerte en Maatschappijwetenschappen,

UT faculteit Toegepaste Wetenschappen

IDaSS: het Interactieve Design and Simulation System voor digitale circuits
DR.IR. A.C. VERSCHUEREN, TUE faculteit Elektrotechniek

Theepauze

Hoogniveau DSP-ontwerp m.b.v. Hypersignal for Windows
ING. E NIJEBOER EN IR. R. STROOT, TRANSFER EDS BV

Computer ondersteund ontwerpen met het COMPASS systeem
DR.IR. J.LEM. THEEUWEN, TUE faculteit Elektrotechmek

Demonstraties van alle pakketten

Aanmelding voor deze middag dient te geschieden vodr 27 okiober aanstaande door middel van de aangehechte kaart, gefrankeerd

met een postzegel van 70 cent.

Leden van het NERG en studenten hebben gratis tocgang. De kosten van deelname voor niet-leden bedragen f 15,00.

Betalingen dienen védér 27 oktober te zijn ontvangen op girorekening 94746 t.n.v. Penmingmeester NERG, Postbus 39, 226()

AA Leidschendam.

Namens het NERG,
Prof.drir. W.M.G. van Bokhoven

Ir. PR.J.M. Smils, programmamanager
Tel. 070 - 332 51 12 (admimistratie NERG)
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DSP DEVELOPMENT TAKES A VISUAL ROUTE

David Crowell
Hyperception, Dallas, USA.

For an engineer designing a D5P chip, sketching a block diagram on the
back of an envelope is as good a place as any to begin. It could be said that
a block diagram is the highest-level language for DSP design, and any
automated tool should offer the same ease of visualisation as pen on paper.
Today’s engineers are using high-end PC’s in DSP development and
implementation, and the most successful PC-based tools like the visual route
while also solving other problems intrinsic to DSP design. Such tools,
including those from Hyperception, run on Windows. The operaling system’s
visual interface can keep up with the designer’s train of thought, and the
closer a simulation tool resemles the thought flow of the engineer, the faster
the work will go. Since most engineers begin with a drawing, the perfect
design tool allows development in a blockdiagram environment and then
implements the results in code. Typically, beginning a DSP design means
conceptualising the algorithm, then manipulating it. If a program needs to be
compiled each time the algorithm is adjusted, progress will be slow. But the
best tools let you change structure or adjust parameters and run the new
algorithm with no delays. They also make it easy to arrange and reconnect
function blocks, and adjust the parameters of each,

A major difficulty in DSP simulation is the varied nature of the algorithms
imvolved. In most, their very essence 1s a unigque mathematical relationship
or property implemented in such a way that it can be called “digital signal
processing”. Every new development in DSP calls for a new transfer function,
perhaps unrelated to previous ones. For this reason, an effective DSP
development platform must allow for user customisation,

With a package such as Hypersignal for Windows Block Generator (which
creates all the Windows code needed for a new function), from Hyperception,
the user automatically creates new blocks representing processing functions,
date inputs, data outputs or displays. While 90 to 100 percent of typical
algorithms can be programmed visually using the block functions in the
existing library, the user must add some proprictary functions may not be
adequate to build the latest algorithms.

Then too, the package must be flexible enough to handle a vanety ol problems
that are difficult to fit into a standard structure. One i1s multidimensional
data algorithms hike those in image processing, a field that will use DSP
much more in the coming years. Another tough nut is multirate problems. A
simulation tool that handles these and other types of problems will remain
uselul as DSP continues its rapid evolution.

In terms of programmung languages, the clear leader for DSP development is
C. Many libraries exist for signal processing in this powerful, widely used.
industry standard language, and all DSP chip makers have support tools for
compiling C code. The optimal way to add a new function to a DSP tool,
therefore, is o deseribe the function in C and automatically generate a block
on o compiler. When used with Block Generator, Microsoft’s Visual C++
cuts deveolpment time for new function blocks to 15 minutes or less. All the
uscr needs w write in C is the actual transfer function.

This code is inseried where Block Generator leaves stubs; the resulting block
can then be used in the visual environment, or even during code generation,
Another property a DSP simulator must have is a structure of hierchy to
make complicated designs easier to manage. DSP algorithms gel very com-
plex. and many levels of hierarchy are needed to deal with them, from the
overall scheme to the smallest details. Entire screen of processing blocks must

be shrunk to single blocks that can be duplicated.

A good hierarchical structure helps fix bugs, too. Sometimes, early versions
of simulation software miss a function that users quickly say they need. If a
high-level function block is then upgraded, it must in turn vpdate every copy
of itself; in doing so it will fix a bug throughout the system without repetition.
The more a simulation package is used, the more a user appreciates a good
hierarchical structure.

Yet another key feature for an algorithm development platform is the ability
to bring in signals from the real world and send out result. Lab instruments
help analyse those signals, and a comprehensive development package would
include a spectrum analyser, oscilloscope and data recorder, all in the same
computing environment as the simulation tools.

One way to use the instruments - and the method taken in the Hypersignal
AMPS (for aquisition, measurement, processing and storage) package - is
via a DSP/aquisition board plus software. To ease the transition from
traditional instruments to virtual ones, the software relies on the easy-to-use
interface provided by Windows. For its part, the DSP chip performs FFT's
for the spectrum analyser and digitally filters data as it goes into or out of
the computer. The board can also verify and debug DSP code. Using the
same board as an algorithm test bed and a set of instruments trims cost and
complexity.

DSP development boards are available for all the popular general-purpose
DSP chips, and the Hypersignal software supports a vanety of them. The
other key ingredient is development software, assembler, linker, simulator, C
compiler, from the chip maker, which can be bundled into a system if the
user needs it,

With #ll of the hardware and software for DSP code development provided,
some attention should be given to the task of documenting the work. Many
DSP algonthms, once conceptualised. must be presented 10 managers or
contracting companies. The quality of the presentations is sometimes as im-
portant as the content.

The traditional approach 1s to take the simulation results and put them into a
more attractive form using presentation software. But this forces an engineer
to spend more time on a problem he has already solved. A better idea is an
algorithm development package with presentation-quality graphics built in,
and such is now possible thanks to Windows. Graphically sophisticated,
Windows also lets users import screen captures from their wordprocessing
programs. And its broad printer support ensures that reports will be easy to
produce.

Producing code

Now that the algorithm is fully defined and fine-tuned, it must be converted
to DSP assembly-language code to run quickly. That's no easy job. DSP is a
relatively new field, so few engineers are experienced in it and development
tools have not had long to mature. Designers, especially neophytes, want to
generaye code the easiest way possible from C or, even better, from a visually
programmed flow chart.

To fulfill the need for C-based code, DSP chip makers have released compilers
that turn C code into assembly language for their DSP's. Harder to find,
until recently, were affordable visual systems. Where once only a few high-
end, workstation-based systems could do it, now PC-based software is
available for the task. Such programs can tie mto the algorithm-development

environment to produce C code based on the simulation that has been created.
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This is compiled with the chip maker’s tools to produce DSP assembly
language code.

At this point, the code is not as optimised as it could be. Most designs require
that sections of the code in time-critical areas be rewritten and optimised, a
task that is usually much more attractive than creating the entire program in
assembly language. Ideally, the best route would be to go from a block dia-
gram to assembly language whenever possible, and the new PC based tools
make this option affordable at last.

Certain commonly used operations, particularly filter design, can be addressed
in optimised assembly language. The Hypersignal software contains programs
that design digital filters and implement them in DSP assembly language.
The libraries offered by DSP board makers are another source of optimised
DSP assembly language functions. Where these functions are present in the
algorithm, the optimised DSP code can replace the C code produced by Block
Diagram. The resulting program has an organised, maintainable structure,
as well as optimisation.

Once the DSP code is written, it needs to run on a chip to find all the problems,
and a number of DSP development boards make this possible ( the same
boards that function as real-time instrument front ends). The advantage of
plugging them into the computer is obvious: No custom hardware needs to
be designed, thus saving development cost. The typical development board
contains the general-purpose circuitry to cover most DSP designs, such as
static RAM, A/D, D/A, and other types of memory. These boards vary in

how they handle the A/D and D/A conversion, depending on the application.
To assist in DSP code development, many boards include debugger monitor

software.

Another level of software support now available 1s a set of real-time function
blocks that run in common simulation environments. These blocks perform
input, output or processing like their counterparts in C, but they run on the
DSP board in assembly langage. This ties the real-time DSP code into the
design package and lets the developer test it from the visually programmed
environment.

The short-term advantages of a visually programmed DSP development en-
vironment under Windows are fairly obvious. Generating the majority of the
code automatically cuts design time by possibly 80 percent. That translates
into engineering man-hours that can go into design iterations for quality
improvement or cost reduction, or into new projects. Even more important is
time-to-market. Since a product’s success often hinges on whether it gets

released ahead of the pack, the impact of speedy design is considerable.

Finally, the PC platform is cheap and available to virtually all design
engineers, and it promises to be around for a while. When investing in a
development environment, the buyer wants to know that the hardware and
software will be useful or at least easily upgradable for years to come. Current
trends indicate that powerful new platforms based on the Pentium Alpha and
R4000 chips will run Windows and the Windows NT, thus keeping visually

programmable DSP development programs viable.

Tijdens de 427e werkvergadering met het thema:” Gebruik van software

pakketten in het hoger onderwijs voor elektrotechniek™ werd door ing. E.
Nijeboer en ir. R. Stroot van Transfer EDS BV. een voordracht met demon-
stratie gegeven onder de  titel: Hoogniveau DSP-ontwerp met behulp van
Hypersignal for Windows. In dit artikel worden de mogelijkheden van dit

softwarepakket beschreven.
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HET RADIOPROPAGATIE-ONDERZOEK AAN DE TECHNISCHE UNIVERSITEIT EINDHOVEN
Prof.dr.ir. G, Brussaard

Technische Universiteit Eindhoven, Vakgroep Telecommunicatie

Summary

The paper is an introduction to the papers presented on at the 428th meeting of the NERG and
published in this issue of the NERG Journal. Since its establishment in the early '60s, the Eindhoven
University of Technology has been carrying out a programme of research in radiopropagation. A
brief summary of the development of this programme is given. The three papers presented are introduced
and put in the broader context of this programme. Past and current developments are discussed, after
which the prospects for future work are outlined. In the near future much emphasis will be placed on
the development of mobile personal communications, with corresponding demand for propagation
madels for urban and in-door communication systems. An integral part of such models is the proper
representation of the transmission channel. At the same time, the demand for additional transmission

capacity will generate a requirement for propagation models for 40-50 and possibly 90 GHz systems.

Inleiding

Het onderzoek op het gebied van radiopropagatie ten behoeve van toepas-
sing in telecommunicatiesystemen is te verdelen in twee hoofdgebieden, n.l.
het onderzoek van de atmosferisch propagatie en de modellering van de in-
vioed (diffractic en reflectie) van aardoppervlak, vegetatie en bebouwing.
Dit onderzoek is steeds gedreven geweest door de behoefie aan basisinformatie
voor de ontwikkeling van nicuwe radiosystemen. Men ziet daarom in de
ontwikkeling van het propagatie-onderzoek de weerspiegeling van de ont-
wikkeling van de radiocommunicatie. In dit artikel wordt een beeld geschetst
van de ontwikkeling van dit onderzoek en van het kader waarin het huidige
onderzoek ten behoeve van mobiele radiocommunicatie, zoals beschreven in

de hierna volgende artikelen, wordt vitgevoerd,

Atmosferische propagatie

In de ontwikkeling van het atmosferische propagatie-onderzoek kan men cen
aantal periodes van ongeveer tien jaar onderscheiden:

In de eerste tien jaar na W.O. 1l werd veel en intensief onderzoek gedaan
naar de eigenschappen van de wnosteer ten behoeve van verdere ontwikke-
ling van de HF radio.

Tot het midden van de zestiger jaren werd veel aandacht besteed aan VHF en
UHF verbindingen. Met name de onderlinge storing van systemen door
superrefracue (over-de-horizon propagatie) werd onderzocht. Het onderzoek
van HF radiopropagatie werd in die periode geleidelijk algebouwd.

In de penode tot 1975 werd, ten behoeve van de ontwikkeling van een sieeds
dichter net van (C-band) straalverbindingen, behalve storing door
superrefractie ook distorsie en signaalverlies door meerweepropagatie een
belangrijk aandachtsgebied.

In de daarop volgende periode kreeg de 11/14 GHz satellietcommunicatie
veel aandacht, vooral door de experimenten met de Europese “Orbital Test
Satelhte™ (OTS). Hierin heeft Nederland een belangrijke rol gespeeld, niet in
de laatste plaats omdat dit onderzoek lundelijk werd afgestemd binnen een
samenwerkingsverband van het Dr. Neherlaboratorium van PTT, T.U, Delft
en T.U. Eindhoven, mede gesteund door de Stichting voor de Technische
Wetenschappen (5TW) en de “Euwropean Space Agency™ (ESA). In interna-

tonaal verband werden in verschillende projectgroepen en organisaties (COST,

sIRI10, CCIR, EUTELSAT) de resultaten vergeleken, verwerkt en gerappor-

teerd.

In de laatste tien jaar verschoof de aandacht van de Ku-band naar de Ka-
band (20/30 GHz). De ontwikkeling van de OLYMPUS satelliet, met een
speciaal voor propagatic-onderzoek ontwikkeld pakket van bakenzenders.
het z.g. “propagation package”, bood een unieke gelegenheid tot gedetail-
leerd onderzoek van de karakteristicken van atmosferische propagatie in de
20/30 GHz band. In Nederland werd de nationale samenwerking geintensi-
veerd; met steun van STW, PTT Research en ESA/ESTEC werden door T.U.
Eindhoven en T.U. Delft complementaire onderzoeken uitgevoerd binnen het

Europese samewerkingsverband OPEX (Olympus Propagation EXpeniment),

Figuur 1 Het OLYMPUS grondstation van TUE
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gecodrdineerd door ESTEC en onder voorzitterschap van Brussaard (ref. 1).
Het door T.U. Eindhoven ontwikkelde grondstation (Figuur 1) was één van
de twee stations in Europa met een geheel complete uitrusting voor alle baken-
experimenten met OLYMPUS. Op dit moment zijn de experimenten met de
OLYMPUS satelliet afgerond; de algemene resultaten werden in november
1994 gepresenteerd op de Tweede OPEX Workshop (ref. 2).

Sinds cnige tijd is er binnen Europa een mogelijkheid geboden voor
propagaticmetingen in de 40/50 GHz band door middel van de ltaliaanse
ITALSAT satelliet. Deze heeft een tweetal bakenzenders voor
propagatiemetingen aan boord, waarvan de specificaties zijn afgeleid van de
OLYMPUS bakens. De internationale deelname aan het ITALSAT experi-
ment is bescheidener dan de OPEX deelname, allereerst omdat de prijs voor
de benodigde apparatuur zeer hoog 15, maar tevens omdat ten tijde van de
voorbereidingen van dit experiment de belangstelling voor toepassingen van
de 40/50 GHz band gering was; een trend die de laatste tijd weer omgebogen
wordt door de toenemende belangstelling voor universele “Personal
Communication Networks” (PCN) waarbinnen zowel cellulaire systemen
(“outdoor” en “indoor”) als satellietsystemen die gebruik maken van
millimetergolven (40/50 en 90 GHz) een belangrijke rol kunnen gaan spe-
len.

De ITALSAT bakenzenders zullen voorlopig wel de laatste mogelijkheid zijn
voor geavanceerd propagatie-onderzoek op een satellietpad. De Radiogroep
van TUE voert reeds een bescheiden ITALSAT experiment uit op 40 GHz.
Een 50 GHz ontvanger, geheel in eigen beheer ontwikkeld, is bijna gereed.

Het gebruik van millimetergolven beperkt zich niet tot telecommuni-
catietoepassingen. Met name voor tele-observatie van de atmosfeer is de be-
langstelling voor het frequentiegebied 20-300 Ghz sterk toegenomen. Een
project van wolkenobservaties vanaf de grond met millimetergolf radiometers

(20,30,45 en mogelijk 90 GHz) is in opbouw bij de Radiogroep.

Modellering van diffractie en reflectie

Reeds omstreeks 1985 werd in het kader van het onderzoek naar storing op
en door straalverbindingen, aansluttend aan de over-de-horizon metingen. een
onderzoek gestart naar de mogelijkheden om grote grondstationantennes af
te schermen voor storingsbronnen. Voor deze z.g. “site shielding” kan in
Nederland geen gebruik gemaakt worden van natuurhjke afscherming in
geaccidenteerd terrein; reden waarom de mogelijkheden van kunstmatige “site
shielding” door schermen beschouwd werden. Voor de modellering werd
gebruik gemaakt van de “Geometric Theory of Diffraction” (GTD). Scheeren
(ref. 3) beschouwde de afscherming van een eenvoudige paraboolantenne
door een oneindig breed scherm. Dit onderzoek werd voortgezet door van
Dooren (ref. 4) met de modellering van een scherm van eindige breedte in
combinatie met een Cassegrain-antenne. Hierbij werd gebruik gemaakt van
de “Uniform Theory of Diffraction” (UTD).

De door van Dooren ontwikkelde computermodellen gebaseerd op UTD
kunnen ook toegepast worden voor het modelleren van de invloed van bouw-
constructies op de eigenschappen van z.g. VSAT (Very Small Aperture Ter-
minal} antennes, die toegepast worden in kleine grondstations voor satelliet-
communicatie,

De UTD diffractiemodellen zijn nauwkeurig experimenteel getoetst met be-
hulp van modelmetingen op 60 GHz in het laboratorium van de Radiogroep
van TUE (Figuur 2).

Inmiddels is de belangstelling voor de toepassing van diffractiemodellen voor
mobiele communicatie in een stedelijke omgeving sterk toegenomen. Voor

de toepassing van steeds kleinere cellen in mobiele communicatiesystemen is

R B

Figuur 2 Diffractiemeting op 60 GHz aan een eindig breed scherm

de lokale omgeving van zowel het mobiele station als van het basisstation
bepalend voor de kanaalkarakteristieken. Daarom zijn op statistische model-
len gebaseerde planningsmethoden veelal niet toereikend voor de planning
van z.g. microcellen. In deze gevallen kunnen deterministische modellen die
gebrunk maken van diffractietheonie gekoppeld met terrein-data een alterna-
tief bieden. Datzelfde geldt voor de modellering van mobiele satelliet-
verbindingen alsmede voor in-huis systemen die van zeer kleine “picocellen™

gebruik maken.

Op dit moment is het propagatie-onderzoek voor mobiele communicatie aan
TUE gericht op een drietal toepassingen. In samenwerking met PTT Re-
search wordt de modellering van het transmissiekanaal in cellulaire syste-
men in cen stedelijke omgeving beschouwd, zowel theoretisch als experi-
menteel. Met ESA/ESTEC en een ltaliaans researchinstituut wordt samenge-
werkt bij de verdere ontwikkeling van modellen voor mobiele satellict-
communicatie. Op het gebied van in-huis communicatie zijn uitgebreide ex-
perimenten uitgevoerd met behulp van een "60-GHz channel sounder™ waar-
mee nauwkeurige metingen van de impulsresponsie van verbindingen bin-
nen gebouwen zijn bepaald. In al deze projecten wordt in internationaal ver-
band (COST) samengewerkt. De in dit Tijdschrift opgenomen artikelen van
van Dooren, Buonomo, Smulders en Mawira (refs. 5.6,7) gaan nader in op

deze projecten.

Yooruitzichten en conclusies

Het klassieke onderzoek van atmosferische radiopropagatie aan TUE i1s een
vruchtbaar arbeidsveld gebleken voor toepassing bij de planning en model-
lerning van microgolf- enmillimetergolf- radiosystemen. Binnen Europa, en in
het algemeen binnen de geindustnialiseerde landen van het Noordelijk half-
rond zijn op grote schaal statistische propagatiegegevens verzameld voor de
planning van satelliet- en straalverbindingen. Dit is nog niet het geval voor
ontwikkelingslanden die veelal sterk afwijkende klimaten hebben. Het on-
derzoek van het gebruik van klimaatfactoren voor de ontwikkeling van op
mondiale schaal te gebruiken planningsmethoden 1s op dit moment nog cen
belangrijk aandachtsgebied. De Radiogroep van TUE heeft grote ervaring in
samenwerkingsprojecten met ontwikkelingslanden; projecten zijn uitgevoerd
in Indonesia en in Tanzania Op dit moment wordt gewerkt aan het realise-
ren van eéen nieuw project in een aantal Afrikaanse landen, gericht op het

onderzoek van propagatiemodellen voor tropische Klimaatgebieden.

Het 60 GHz in-huis project, dat reeds vijf jaar geleden gestart werd, staat nu
volop in de belangstelling in verband met de ontwikkeling van breedbandige
in-huis “Local Area Networks™ (LANs) op 6l) GHz. Een internationaul
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samenwerkingsproject op dit gebied is in ontwikkeling.

Modeme ontwikkelingen op het gebied van mobiele digitale radiosystemen
hebben de aandacht gericht op het modelleren van radiotransmissie binnen
steeds kleiner wordende cellen. Hier liggen nog vele vragen met betrekking
tot het efficiént modelleren van zowel natuurlijke structuren (vegetatie, ter-
rein) als kunstmatige obstakels (gebouwen, verkeer). Daarbij dienen zowel
vorm als materiaaleigenschappen beschouwd te worden. Datzelfde geldt voor
in-huis communicatie en voor het grensgebied tussen “outdoor” en “indoor™
systemen en tussen cellulaire systemen en satellieisysiemen in een geinte-
greerd netwerk voor persoonlijke communicatie. Het ontwikkelen van effi-
ciénte “interworking” tussen verschillende transmissiesystemen en netwer-
ken zal hoge eisen stellen aan de modellering van het kanaal. Het valt te
verwachten dat de binnen de Radiogroep aanwezige combinatie van kennis
op het gebied van millimetergolfpropagatie en van diffractiemodellen een
goed uitgangspunt zullen vormen voor verder onderzoek in het zich zo dyna-

misch ontwikkelende gebied van de mobiele communicatie.
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FIELD STRENGTH PREDICTION IN LAND MOBILE SATELLITE
COMMUNICATION SYSTEMS USING ANALYTICAL MODELS

dr. G. van Dooren and dr. 5. Buonomo
XE Division, ESA/ESTEC, PO Box 299, 2200 AG Noordwijk

Abstract

In this paper a ray model for field strength prediction in an urban environment
is presented. The model is based on the Uniform Geometrical Theory of
Diffraction (UTD/GTD), extended to include effects of non-perfect conductivity
and surface roughness of the objects. Through the use of simple ohject shapes
the user is able to build up the model of the urban area to be analysed. The
deterministic prediction and planning tools discussed can be used by system
engineers in the design of a mobile or fixed communication service in built-up
areas; it delivers accurate information on signal amplitude and phase, time delay

and delay spread profiles, delay-Doppler spectra and so forth. As an example,

the results of an analysis carried out with the software on a scaled model of the

Eindhoven University of Technology campus are presented. Furthermore, a i & Hi i
dr. G. van Dooren comparison 15 made between the predicted and measured field strength behind a

rectangular block at a frequency of 50 GHz.

Introduction

The conventional way for field strength prediction in Land Mobile Satellite
(LMS) communication systems has, in the past, used empirical models that
were derived from measurement campaigns. An inherent drawback from these
statistical models is the fact that they are suitable for one specific geometry
only. For this reason a number of statistical models to be used for urban.
suburban, and other environments have been developed and compared to
existing data in the literature |1, 2, 3, 4, 5, 6, 7). Furthermore, the main
charactenstics of the signal obstruction and specular reflections are not
accurately modelled. For these and other reasons there is a need for a
prediction tool not related to a specific urban scenario, but based upon
canonical and well-known electromagnetic laws. Some examples of environ-

ments are shown in figures land 2.

Figure 2: Urban environment

(ESA} by research groups at the University of Technology in Eindhoven,
and Space Engineening/lD5 in laly, respectively. Some of the requirements
of the model are that it should enhance the insight into the wave propagation
process in mobile environments, it should have a good theoretical background,
and that it should calculate the field strength at the mobile in amplitude,
phase and polansation as function of the position of the mobile. Because it 18
throughout assumed that the dimensions of the obstacle are large compared
o the wavelength. the use of high-frequency techniques is clearly justified.

These requirements have led to the choice of Geometrical Optics (GO)
o complemented with the Uniform Theory of Diffraction (UTD) for the
-

_ﬁ.{'ﬁ-“ﬁ..?? o

e . Lé,;?:. Foee TS calculation of the aforementioned properties of the electromagnetic (EM)
%‘“*&‘m—ﬁ?*'ﬁi*** T G T i
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wave.
Figure 1: Sub-urban environment

2. Description of prediction model

In this paper we will describe the methodology used in two of these models, The wave propagation model uses Geometrical Optics (GO) complemented
viz. FiPre and ARAMIS, both currently in use at ESTEC. Both models have with the UTD to account for the bending of EM waves around (sharp) edges.
been designed and developed under contract for the European Space Agency In these theories, the EM wave is assumed to travel along lines in space
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(rays). In this high-frequency description of EM wave propagation several
classes of waves are distinguished, that corresponds to the physical propagation
mechanism of the waves encountering obstacles while propagating from a
source 5 to an observation point Obs. The following classes of EM waves
are defined:

1. The direct wave;

2. The reflected wave, where the reflection may either take place at the ground
or at an obstacle in the urban environment:

3. The edge diffracted wave, where the diffraction takes place at a sharp
edge of the obstacle;

4. The double diffracted wave (both diffractions take place at the same
obstacle);

5. The corner diffracted wave;

6. Waves that encounter combinations of the mechanisms in the previous
points,

7. Waves that are subject to EM scattering at objects in the vicinity of the
observation point.

The wave contributions discussed are shown in Figure 3.

From sarellite A :

/ % = scclterer

"1’3!};. ponni

Figure3: An obstacle and various wave contributions

The frequency range for which the model was primarily developed goes from
| to 60 GHz. Within this range numerous results have been reported in the
literature dealing with the application of the UTD with regard to scattering
problems. We will come back to this in section 5.

In GO, an EM wave is fully described by its polarisation, the amplitude and
phase at some reference point, the divergence factor A(s) accounting for
attenuation as the wave is propagating and the direction of propagation %.
For waves emanating from a poinl source propagating in a direction ¥ we

have

Eﬂb: — E"!'S ) A(S) . E-—jl-cs - E’S . E-jk’

; (1)
s

with s the distance from S 1o Obs, E ® the electric field in the observation
point, E" the electric field in the source point, and k is the wavenumber for
free space. Also the edge diffracted field can be written in a format similar to
that used in equation (1), however, another divergence factor Afs) should be
used, and a diffraction coefficient should be incorporated in the analysis,

Obviously, all of the mentioned wave parameters such as polarisation,
divergence factor and phase, change as the wave interacts with the objects in
the environment. A ray-tracer routine keeps track of these changes in the
wave parameters. Furthermore, the same routine determines the location of
the reflection and diffraction points using the principle of stationary optical
path length, i.e. the reflection and diffraction points can be found using

variational methods |8, 9, 10].

Since it is assumed that the medium in the urban environment is homogeneous,
the rays are straight lines in space. This enables the ray-tracer to quickly find
reflection and diffraction points using schemes and procedures originally
developed for computer graphics [11]. In this way also the complex problem
of ray blocking by polygonal obstacles can exactly be solved, and these pro-
cedures are very time efficient from the computational point of view.

Because GO and the UTD are deterministic methods, § and Obs are well-
defined points in space. The wave launched at § interacts with the environ-
ment before it reaches Obs and this results in multipath propagation. At the

point Obs the total electric field E U8 can be written as

E% « Y E, "
l

where E isa wave amiving at Obs through one of the propagation phenomena
=l
mentioned. At Obs, each component E, is weighted in amplitude and

polansation to yield co- and cross-polarised signals at the antenna terminals

E%% =% GM)E; - épa(¥) =Y Ui, »
l {

Fal
where € ool

cross-polarised signal for the direction of arrival k. The function G is

is the polarisation weighting vector corresponding to the co- or
e

introduced for spatial weighting of the waves and the angle v is the direction
‘cosine’ between the boresight direction of the antenna and the direction of
arrival ;:: If Obs is assigned a vectorial velocity, E is also used to calculate
the Doppler-signal of magnitude | U, | . Because the waves do not travel
along the same propagation path, differences in path length are automatically
introduced. Each wave will therefore have its own path length s, that, related
to the path length of the reference ray s, is easily converted to time delays
using the speed of light.

To model the objects in the urban lay-out a standardised obstacle has been

- f 6

Figure 4: The block-shaped obstacle in this various geometries,

used, referred to as the block-shaped obstacle [12]. This obstacle is depicted
in Figure 4 and is specified numenically by its eight corner points, its
permittivity and its surface roughness.

Mote that the edges of the obstacle are straight, and its faces are plane; this
considerably simplifies the ray-tracing procedure. No further restnctions apply
to the obstacle as to the position of its comer points. Further it 1s permitted 1o
make logical combinations of the objects, and in this way fairly complex
geometries can be assembled. The objects are defined in an Cartesian
coordinate system, of which the xy-plane 15 assumed to be the ground plane
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onto which the objects are placed. The number of objects to be analysed is
mainly restricted by the CPU time, the number of observation points, and the
types of contributions included. An in-built CAD tool can additionally simplify
the locations and orientations of the objects into the defined scenario.
Before the ray-tracer can actually be invoked some input data has to be
defined:

1. The source position;

2. The trajectory of the observation point Obs and the number of sample

points;

3. The frequency;
4. The source polarisation;
5. The types of contributions to be included in the ray-tracer analysis.
The ray-tracer produces a (large) datafile where for each sample point the
type of ray (direct, reflected, diffracted...), _E.,. ?::an-:l s, are specified. Using

this datafile the data postprocessing can be carried out.

3. Data postprocessing

The types of contributions included in the ray-tracer can be individually
selected to be included in the data postprocessing. The spatial antenna
weighting functions & depend obviously on the angle v that the direction of
propagation makes with the boresight direction. The latter is also defined by
the user. In this paper we will present data using the hemi-spherical antenna
weighting function because this antenna type closely resembiles the radiation
pattern used in mobile communications. The amplitude weighting function

of this type of antenna is modelled as

V22cos°(¥) ,0 <9< 7/2

G(Y¥) =
9) 0 Tf2<d<7x > @

where v is defined as

cos(¥) = —k; - &,, (5)

where ? is the boresight direction of the antenna. Since the antenna weighting
functions are defined analytically within the software, it is very easy to include
other functions G if necessary.

A. Field strength analvsis

By using equation (3) the received field at the feed position 1s readily
calculated. An advantage of FiPre is that the same ray-tracer output file can
be used more than once, for example, to analyse the impact of excluding
some wave contributions in the postprocessing, or to use different antenna
weighting functions G. Using this postprocessor blockage effects can be clearly
visualised because individual results are still available. Co- and cross-polarised
signals are available for all polarisation states defined, and for all types of
waves. Note that in the field strength calculation no attention is pad to the
speed of the vehicle and the relative arrival time of the individual waves.
B.Time delay analysis

In addition to the direction of propagation f, in the time delay analysis
attention is also paid to the excess path length A = 55, which yields an
excess ime delay A 1, =As /e, ¢ being the speed of light. At an observation

point Obs the time delay response hi(t) is given by

h,(t) — U{]g(i — ﬂhtu) = Z Uig(t = &tf)* (6)
[

where the subscript O indicates the LOS wave and the function g{1) is the
channel impulse response. For a CW analysis the function g(1)=4 (1), and for
the arrival of the EM signal discrete pulses in the time domain are found.

The average excess time delay o and the time delay spread AG can be

calculated by using the first and second central moment of A(z). Within the
software, these parameters are separately calculated for LOS and optical
shadow (O5) regions.

C. Delay-Doppler analysis

In the delay-Doppler analysis attention is paid to the time delay as well as to
the direction of arrival and the vectonial speed U of the mobile. The Doppler
shift Aw, is defined by

)

vk

C
The amplitude of the spectral line at frequency @+A®, obviously is U],

Aw = —w (7)

The Doppler spectrum D{) is simply the summation of all spectral lines

arriving at Obs

D(w) = Upb(w — Awp) + Y _ Uib(w — Aw;). ®
:

The relative movement of the satellite can be introduced in the Doppler-
spectrum calculation for a complete analysis of the Doppler phenomena.
The delay-Doppler spectrogram is calculated by a two-dimensional mapping
of the amplitude terms U, with respect to the excess time-delay Ar, and the
Doppler shift Aw,. Using this spectrogram the time response and Doppler
spectrum can be found by projections of the delay-Doppler spectrum along
the time and frequency axes, respectively.

4. Analyses of testcase

An illustration of the potential and capability of a deterministic model a
realistic testcase is analysed. A ray tracing analysis for a trajectory on the
EUT campus has been performed. The trajectory will treat a specific case
frequently encountered in mobile communications, namely strong shadowing.
The analysis is carried out at L- and S-band (1.5 and 2.3 GHz) and the
signal is assumed to be transmitted from a geostationary satellite at 19W
seen from the EUT campus at an elevation of 27°.

The EUT campus as seen from the satellite is shown in Figure 5, while a

top-view of the campus is shown in Figure 6.

Figure 5 The campus of Eindhoven University of Technology as seen
Sfrom the satellite.

In the latter also the two trajecturies are depicted. For the trajectory from
point 3 to 4 twenty-two objects have been selected. The trajectory has a
length of 200m, and at both frequencies 3 sample points per wavelength
have been used, resulting in 3000 sample points for the analysis at 1.5 GHe,

Tijdschrift van het Nederlands Elektronica- en Radiogenootschap deel 60-nr.1 -1995 13




g Prolicciil= N

]

s )

Figure 6: Schematic top-view from the EUT campus and trajectory,

and 4600 for the one at 2.3 GHz. It is assumed that all the buildings are
made of brick with a relative humidity of 5%. This results in a (complex)
relative permittivity £ of 5.3-1.25/ at 1.5 GHz, and £=5.3-4.1i at 23
GHz [13].

A. CPU effort

Obviously, considerable time is needed to perform the analysis. The
calculations have been performed on an 486 PC running at a clock speed of
66 MHz. For simplicity only the direct, reflected and singly diffracted types
of contributions were included. The time needed to complete the ray tracing
at 1.5 GHz is 4h27 and for 2.3 GHz it is 6h50.

In Figure 7 the received signal along trajectory 3 — 4 for both frequencies is

5

given. In this case strong shadowing from building HG occurs between

y=-210mand y=-120m . It1s found that for the higher frequency the level
in the deep shadow is lower, while the slope of the received signal near the
shadow boundaries, viz. y=-220 and y=-120m , is higher. This is expected
from the theory [9] in view of the dependence of the diffraction coefficient
on the wavelength. For the results presented in Figure 7, o, Ao and g,.

have been calculated and these values are reported in Table 1.

LOS region | OS region

o

Ao

g

Ao

Jmu:::

1.5 GHz

113

8

19

17

683

2.3 GHz

113

8

19

17

683

Table 1: Excess delay @, delay spread Ac and maximum excess delay o,
in LOS and OS regions, in nanoseconds.

Because g is a function of the urban environment, it is found that for a
fixed geometry the values found are not dependent on the frequency, while o
and Ac are also dependent on | U, | and Ar,

For trajectory 3 — 4 we have also calculated the PDF and CDF of the relative
received field, which are reported in Figure 8 and 9, respectively.

The large peaks at a power level of -15 dB are caused by diffraction, while

the peaks around 0 dB are caused by reflection and the direct contribution.
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From this Figure it can for example be seen that for 20 % of the time the
signal level exhibits an attenuation of 15 dB or more, and that for 30 % of
the time it is higher than the LOS level.

The Doppler spectrum for a mobile travelling at a speed of 50 km/h along
trajectory 3 — 4 at 1.5 GHz is given in Figure 10.

For this case the maximum Doppler shift 1s £ 55Hz. Because the mobile 15
moving towards the source, the maximum of the Doppler spectrum occurs at
a positive Doppler shift. The delay-Doppler spectrogram is shown in Figure
11. The time response and the Doppler spectrum can be found using the

delay-Doppler spectrogram by projections of the data onto the both side planes.
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Figure 10: Doppler spectrum at 1.5 GHz for a mobile at
a speed of 50 km/h.

5. Practical verification

The methodology used here to formulate the deterministic model has been
extensively verified using a measurement setup incorporating a vector network
analyser [10]. In these measurements the emphasis was on the correct
modelling of the deterministic model, and so only one obstacle was used.
These measurements were carried out at 50 GHz using 1solated obstacles
with various shaped and types of material. In Figure 12 a comparison of
simulated and measured results is shown for the field strength behind a
rectangular block made of commercially available absorbing matenal [10].
For this kind of material the theory found in [9] was modified in order 1o
include effects of non-perfect conductivity.

As can'be seen from Figure 12 excellent agreement occurs between measured
and predicted results, confirming the validity of the model discussed. More
measurement results can be found in [10, 13].

Recently, a measurement campaign “in the field’ has been carried out. A
mobile van with a K -band terminal driven at a speed of 30 knvh receiving a
signal from a geostationary satellite. The measured data are presently

compared with the predicted results,

6. Future improvements

The deterministic prediction tools are still under development and future
improvements will include obstacle transmittivity and improved ray-racing
procedures. Also scattering from vegetation is intended to be included and
other types of contributions (multiply reflected and diffracted) will be

implemented,

7. Conclusions

In this paper the major features of a prediction tool originally developed for
the simulation of the most significant parameters of an LMS communication
channel have been presented and discussed. This simulation package 1s
particularly suited for the study of the narrow and wideband channel
characteristics of any LMS system serving built-up areas. Significant results
of some of the postprocessor available functions have been given showing
the potential of such LMS prediction tool. Due to its inherent capabilities
and to the large use of UTD/GTD routines, our simulation tool is also very

effective for the planning of fixed communication systems in urban environ-
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ments such as broadcasting services and site shielding for VSAT networks.
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TERRESTRIAL LAND-MOBILE COMMUNICATIONS

A. Mawira

Signal Transmission Systems

PTT Research

PO Box 421,2264 XZ Leidschendam

Summary: The paper explains the role of propagation data and models in cellular communication systems

(in particular in the planning of cellular networks and design of radio systems). The development of

propagation models in the Netherlands 1s discussed.

1. Introduction

All over the world the market for terrestnal land-mobile communications
(eg. GSM handhelds and car-phones in Europe) is rapidly growing. It is
estimated that by the end of this century in the Netherlands alone more than
a million people will be using this type of services. The radio-bands available
for such communications are however very limited, in most countries less
than a thousand channels have been allocated by the regulating agencies.
This limited allocation 1s caused by the fact that the VHF/UHF frequency-
band, which from the propagation point of view is attractive for providing
such services, 1s also used for other purposes (e.g. broadeast, satellite-servi-

ces, military).

In order to obtain the needed high capacity of the network, cellular techni-

ques are applied |1]. Here the service area is covered by many cells. The

Figure . Celluar service areas.

communication within each cell 1s served by a base station located in the
centre of this cell. Each of these base stations s linked by way of cable or
microwave links with the fixed network which provides for the connectivity,
With this method a frequency channel can be (re) used by many base sta-
tons, provided that the distances between them are large enough to ensure a

mimimum of interference. Figure 1 illustrates this principle using hypothetical

hexagonal cell structures. In this example the available frequency channels
are divided into 3 separate sets. Each base station is assigned the usage of
only one of the 3 sets (in this figure indicated by the symbols: o, + and x).
The base stations using a same frequency set are placed such that interference
between them is minimised. This method of frequency/channel assigment is
called Fixed Channel Assignment (FCA).
J

The size of the cells is dictated by the capacity requirements. Higher capaci-
ty is obtained by using smaller cells in order to obtain higher number of
channels per area. Currently cell sizes of 1 to 2Zkm diameter are used in
urban areas, while larger cells are used to cover rural areas. In the future the
cell sizes, used in urban areas, may become much smaller, about 200 meters,
in this case the cells are called micro-cells.

An alternative method to generate higher capacity is to split the cells in several
sectors by equipping each bases station with several narrow beam antennas,
In this way a larger frequency re-use can be obtained. At the moment sectors
of 120 degrees are already employed. In the future antennas employing much
smaller sectors will be employed with furthermore capabilities of dynanucally
reconfigunng themselves according to traffic need (*smart antennas’). Channel/
frequency will be assigned dynamically according to the traffic need (DCA

= Dynamic Channel Allocation), see [2].

Service areas with hexagonal structures as shown i Figure | can only occur
in a hypothenical world with uniform propagation properties, such as the case
ol a spherical earth made of a homogeneous matter with no mountains and
objects on it. The reality is of course much more complex, leading 1o a large
variation of the strength of signals as it propagates outward from the trans-

mutiers.

For the designer of radio-systems and for the planner of cellular-networks
knowledge of the propagation of radiowaves is of paramount importance.
The designer of radio-systems must know the nature of the propagation
channel, especially its dispersive charactenstics, in order to be able to develop
suitable modulation schemes. The planner of cellular networks must be able
o predict the field strengths in order 1o evaluate the coverage and interfe-
rence situation of various network scenanos before buying and implementing
the very costly network hardware. In this paper we discuss this role of

propagation data and models.
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2. General propagation characteristics

The propagation in terrestrial land-mobile environments is generally very
complicated. This is due to the fact that the mobile stations are located close
to the ground so that a line of sight (LOS) situation, in urban areas, is very
rare. The transportation of power happens here by way of many different
paths, with the radiowaves undergoing attenuation, diffraction and reflecti-

0ns.

Many investigations have shown that two very different propagation effects
may in general be discerned. The first effect represents the micro-structure
characteristics (eg. channel distortion) of the propagation channel and is
usually called the multipath component. The second effect represents the
transmission loss: the loss component. These two effects can be introduced

by way of the following ‘link-budget’ equation:

P,=P 8y By X1 (1)

p, 1s the received power, p_is the power fed to the transmit antenna, both in
linear units (eg. milliWatt). g, and g are the gains of the base and the mo-
bile antennas, respectively. ¥ is the multipath component, and [ is the slowly
varying component. The multipath component is normalised to its mean value
<y>=1.

Note: in engineering practice it is usual to represent [ by its deci-Bell
representation L,

(the basic rransmission loss):

L, =-10 log, () dB 2)

2.1 The multipath component ¥

This component arises due to the fact that the received signal is the sum of
many ray components, each ray having traversed a different path from
transmitter to receiver (and having therefore a different phase). It represents
the temporal, spatial and frequency “distortion” of the signal. The resulting
behaviour of the received signal depends strongly on the modulation system
used.

In a narrowband analogue system the effect of multipath manifests itself in
the occurence of ‘fades’ as the mobile unit moves along the road, see upper
half of Figure 2. The interval of the deep fades is in the order of a wave-
length (30 centimeter at 900 MHz). These fades are caused by the changing
of the (relative) phases of the rays-components as the mobile moves along
the road. As a result the way the ray-components combine with each other
also changes, leading to other values of the received power. This effect is

also known as Rayleigh fading.

In a digital system this multipath may result in intersymbol interference of
the transmitted pulses. Each transmitted pulse will result in the reception of
many pulses (‘echoes’) which reach the receiver by way of many different
paths (each with a different path-length and subsequently a different delay
time). The lower half of Figure 2 illustrates the reception of many such
‘echoes’ produced by transmission of a single pulse. Because of this pheno-
menon & transmitted sequence of pulses may resull in the reception of very

complex pattern of distorted pulses.

2.2 The loss component [
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I represents the true loss of power as the signal propagates from transmitler
to receiver. In narrowband propagation experiments [ is usually extracted
from measured data through filtering or averaging over 10 meters (which
effectively removes ). Although the behaviour of I 15 very complex some
general characteristics in non hilly terrain have been observed [3],[4]. These
characteristics are illustrated by Figure 3.

Figure 3. Example of influence of |

This figure gives data which were obtained from an expeniment carried out
at 900MHz nearby Utrecht. In this figure the received signal power, expressed
in deciBell unit (dBm), is plotted against the distance, D{km), from base to
mobile station. The received signal has been averaged over each 50m displa-
ment of the mobile station, so that the influence of ¥ has been removed. The
area where this data was measured consists of open areas and areas with
some houses and areas with some trees.

As can be seen from this figure p (resp. [), on average, decreases with

distancce according a power-law:;

[-D" (3)




There 1s however a large spread of the data points. The upper envelope of
the data points corresponds to open regions, while the lower envelope
corresponds to areas with some houses and trees. Such a behaviour has also
be observed in other types of areas. In general the power law is found to be
valid for many situations with the slope parameter having values in the range
3 <v <4.5. At very short distances with LOS conditions v = 2 (corresponding

to free space conditions).

Finally, studies done by [5] have shown that the variations, expressed in dB,
of I around its power-law predicted values can be modelled as the sum of
two Normal processes, with correlation distances of about 100m and 1km,
respectively (corresponding to street-to-street changes and changes in city
macro structures).

3. Relevance of the propagation to cellular systems
3.1 Multipath

Propagation data are used in the design of various modulation systems. It is
especially relevant to the design of digital modulation systems. In a digital
Time Division Multiple Access (TDMA) this multipath may result in
intersymbol interference of the transmitted pulses and subsequently loss of
information unless special measures are taken.

In GSM, which uses TDMA, this multipath effect is combatted by regularly
determining the channel response and subsequently reconstructing the original
puls-train from the received distorted pulse-train by using the obtained channel
information and sophisticated algorithms. In order to develop optimal
algorithms it was necessary for the designer of radio equipment to know the
specific nature of this multipath effect (eg. the relative delay-times &
amplitudes of the ‘echoes’).

In 1986, duning the specification phase of GSM, PTT Research has perfor-
med many such ‘echo’ measurements al 900 MHz. The results of these
measurements, together with results from mainly Germany and ltaly, were
used by the GSM specification committee to define standard multipath channel

characteristics with which equipment manufacturers can design their systems.

Note: A Code Division Multiple Access (CDMA) system is impervious to
the multipath effects, provided that the spreading bandwidth is much larger

than the coherent bandwidth of the channel (typically 1MHz in urban areas).
3.2 The loss component [

Information on the loss component, [, 1s mainly of interest to the planners of
the cellular radio networks. It is vital to the optimisation of the cellular
networks with regard to the cost, capacity and quality. We illustrate this by
considering a simple scenario as given in Figure 4.

Here a base station is placed at position X = 0. A question that the designer
has to answer is whether sufficient coverage can be achieved, e g. is the signal
reception within the envisaged cell strong enough. As can be seen from
Equation (2) information on [ is here needed as well as equipment
specifications. The equipment specifications are given by the supplier (the
information on multipath 1s usually also given by the supplier in the form of
the sensitivity margin of the system).

While the above analysis 1s necessary when designing any type of radio link
another complicated analysis has to be performed in the case of designing
cellular radio networks. Namely: at which minimum distance, X = D | can
another base station use the same set of frequency-channels as the base sta-

tion at X = ()7 The constraint here is that the interference within the two cells
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Figure 4. Interference between 2 BS.

must be kept to an acceptable level. In the simplified situation shown in
Figure 4 we can see that at distances between 0 and R_the signal transmitted
from the base station located at X = 0 i1s much stronger than the signal
transmitted from the base station located at X = D ; the reverse situation
applies at distances between D -R_and D . At distances between R_and D -
R the ratio of the two signal strengths is not sufficient to allow interference
free communication. When assuming that both base stations use the same
values for the EIRP and assuming further that the simple power law model
holds for the propagation, the ratio between the reuse-distance D and the

cell radius r_is given by:
Dfr =1+ I’fml”" (4)

where 1., is the system Carrier to Interferer sensitivity margin. For GSM
., 1s approximately 10 (or 10 dB) leading to D /r_values of 2.8 to 3.2 (for
v =4 or 3). This means that with GSM two cells using the same frequency/
channel sets need only to be separated by another cell using a different
frequency/channel set. A more realistic two dimensional analysis produces
the cell structure shown in Figure 1 (a 3-Cluster structure). An analogue
system, e.g. NMT, has a ¢, value of around 300 (or 25 dB) leading to D /r,
values of some 5.2 to 7.7. In the NMT system each two bases station using
the same frequency/channel must be separated by 3 cells with non-interfering
frequency/channel sets. This leads to a 7-Cluster structure: each base station
can use at most 1/7 of the available frequency channels, This simple analysis
shows why the GSM system has an inherently higher capacity than the NMT
system. Future GSM system, using half-rate codecs, will reduce the needed
bandwidth per channel by half, leading to an even much more efficient system
than NMT.

The above analysis is based on the assumption of a very simple behaviour of
the propagation. In reality, as can be seen from Figure 3, the propagation
shows a very complex behaviour, Large variations from the power law
behaviour can occur, furthermore the variations of the signals associated with
different base stations may or may not be correlated depending on the
geomeltrical configurations [5]. A planner which is not able 1o predict
accurately the propagation will either produce a much too expensive
network {e.g. by taking the worst case scenario) or just as likely produce a

network of bad guality.
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